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RECOMMENDED PRACTICE FOR PASS-THRU 
VEHICLE PROGRAMMING— SAE J2534 FEB2002 



SAE Recommended Practice 



Report of the SAE Pass-Thru Programming SAE J2534 Task Force of the SAE Vehicle E/E Systems Diagnostics Standard Committee approved February 2002. Rationale statement 
available. \ 



Foreword — The use of reprogrammable memory technology in vehicle elec- 
tronic control units (ECU's) has increased in recent years, and is expected to con- 
tinue in the future. Use of this technology has increased the flexibility of being 
able to use a single ECU hardware part to be used in many different vehicle con- 
figurations,' with the only difference being the software and calibrations pro- 
grammed into the unit. Reprogramming of those ECU's in the service 
environment also allows for ease of field modification of system operation and 
calibrations. Variations in reprogramming capability and the multiple tools nec- 
essary to reprogram vehicles are a burden on aftermarket repair facilities that ser- 
vice different makes of vehicles. 

This document describes a standardized system for programming that includes 
a standard personal computer (PC), standard interface to a software device driver, 
and an interface that connects between the PC and a programmable ECU in. a 
vehicle. The purpose of this system is to facilitate programming of ECU's for all 
vehicle manufacturers using a single set of programming hardware. Program- 
ming software from multiple vehicle manufacturers will be able to execute on this 
set of hardware to program their unique ECU's. 

The U.S. Environmental Protection Agency (EPA) and the California Air 
Resources Board (ARB) have been working with vehicle manufacturers to pro- 
vide the aftermarket with increased capability to service emission-related ECU's 
for all vehicles with a minimal investment in hardware needed to communicate 
with the vehicles. Both agencies have proposed regulations that will require stan- 
dardized programming tools to be used for all vehicle manufacturers. The Soci- 
ety of Automotive Engineers (SAE) developed this recommended practice to 
satisfy the intent of the U.S. EPA and the California ARB. 
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1. Scope — This SAE Recommended Practice provides the framework to allow : 
reprogramming software applications from all vehicle manufacturers the flexibil- ! 
ity to work with multiple vehicle data link interface tools from multiple tool sup- 
pliers. This system enables each vehicle manufacturer to control the ; 
programming sequence for electronic control units (ECU's) in their vehicles, but ' 
allows a single set of programming hardware and vehicle interface to be used to s 
program modules for all vehicle manufacturers. 

This document does not limit the hardware possibilities for the connection 
between the PC used for the software application and the tool (e.g., RS-232, RS- 
485, USB, Ethernet...). Tool suppliers are free to choose the hardware interface 
appropriate for their tool. The goal of this document is to ensure that reprogram- 
ming software from any vehicle manufacturer is compatible with hardware sup- 
plied by any tool manufacturer. 

The U.S. Environmental Protection Agency (EPA) and the California Air 
Resources Board (ARB) have proposed requirements for reprogramming vehicles 
for all manufacturers by the aftermarket repair industry. This document is 
intended to meet those proposed requirements for 2004 model year vehicles. 
Additional requirements for the 2005 model year may require revision of this doc- 
ument, most notably the inclusion of SAE J1939 for some heavy-duty vehicles. 
This document will be reviewed for possible revision after those regulations are 
finalized and requirements are better understood. Possible revisions include SAE 
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J1939 specific software and an alternate vehicle connector, but the basic hardware 
of an SAE J2534 interface device is expected to remain unchanged. . i 

2. References ,.-■ - -'.--■ '.-! 

2.1 Applicable Publications — The following publications form a part of 

this specification to the extent specified herein.- Unless otherwise indicated; the 
latest version of SAE publications shall apply. 

2.1.1 SAE PUBLICATIONS— Available from SAE, 400 Commonwealth Drive, 
Warrendale, PA 15096-0001. 

SAEJ1850 — Class B Data Communications Network Interface 

SAE J1939 — Truck and Bus Control and Communications Network (multiple 

parts apply) -. - 

SAEJ1962 — Diagnostic Connector 
.. SAE J2610— DaimlerChrysler Information Report for Serial Data Communi- 
cation Interface (SCI) 

2.1.2 ISO DOCUMENTS— Available from ANSI, 25 west 43rd Street, New 
York, NY 10036-8002. 

ISO 7637-1:1990 — Road vehicles — Electrical disturbance by conduction and 

coupling — Part 1: Passenger cars and light commercial vehicles 

with nominal 12 V supply voltage 
ISO 9141:1989 — Road vehicles — Diagnostic systems'— Requirements for 

interchange of digital information 
ISO 9141-2:1994 — Road vehicles — Diagnostic systems— CARB requirements 

for interchange of digital information 
ISO 11898:1993 — Road vehicles — Interchange of digital information-r-Con- 

troller area network (CAN) for high speed communication, 
ISO 14230-4:2000 — Road vehicles — Diagnostic systems — Keyword protocol 

2000 — Part 4: Requirements for emission-related systems 
ISO/DIS 15765-2 — Road vehicles — Diagnostics on controller area networks 

(CAN) — Network layer services 
ISO/DIS 15765-4 — Road vehicles — Diagnostics on controller area networks 

(CAN) — Requirements for emission-related systems 

3. Definitions 

3.1 Registry— A mechanism within Win32 operating systems to handle 
hardware and software configuration information. 

4. Acronyms j 
API Application Programming Interface 

■ASCII- American Standard for Character Information Interchange 

CAN Controller Area Network, — - -' 

CRC Cyclic Redundancy Check 

DLL Dynamic Link Library 

ECU Electronic Control Unit 

IFR In-Frame Response 

IOCTL Input /Output Control 

KWP Keyword Protocol 

OEM Original Equipment Manufacturer 

PC ■ Personal Computer 

PWM Pulse Width Modulation ; 

SCI Serial Communications Interface 

SCP Standard Corporate Protocol 

USB Universal Serial Bus 

VPW Variable Pulse Width ' 

5. Pass-Thru Concept — Programming application software supplied by the 
vehicle manufacturer will run on a commonly available generic PC. This applica- 
tion must have complete knowledge of the programming requirements for the 
control module to be programmed and will control the programming event. This 
includes the user interface, selection criteria for downloadable software and cali- 
bration files, the actual software and calibration data to be downloaded, the secu- 
rity mechanism to control access to the programming capability, and the actual 
programming steps and sequence required to program each individual control 
module in the vehicle. 

This document defines the following two interfaces for the SAE J2534 pass- 
thru device: 

a. Application program interface (API) between the programming application 
running on a PC and a software device driver for the pass-thru device 

b. Hardware interface between the pass-thru device and the vehicle 

All programming applications shall utilize the common SAE J2534 API as the 
interface to the pass-thru device driver. The API contains a set of routines that 
may be used by the programming application to control the pass-thru device, and 
to control the communications between the pass-thru device and the vehicle. The 
pass-thru device will not interpret the message content, allowing any message 
strategy and message structure to be used that is understood by both the program- 
ming application and the ECU being programmed. Also, because the message 



will not be interpreted"; ithe contents of the message cannot be used to control the 
operation of the interface. For example, if a message is sent to the ECU to go to 
high speed, a specific instruction must also be sent to the interface to go to high 



The manufacturer of an SAE J2534 pass-thru device must supply both the 
device driver software and the pass-thru device hardware that communicates 
directly with the vehicle. The interface between the PC and the pass^thru device 
can be any technology: chosen by the tool manufacturer, including RS-232, RS- 
485, USB , Ethernet, or any other current or future technology, including wireless 
technologies. ' r. , , • . . ;■•., \ 

f. The OEM programming application does hot need to know the hardware con- 
nected to the PC, which gives the tool manufacturers the flexibility to use any 
commonly available interface to the EC:. The pass-thru device does not need any 
knowledge of the vehicle or control module being programmed. This, will allow 
all programming applications to work with all pass-thru devices i to enable pro- 
gramming of all control modules for all vehicle manufacturers. -■.-•■■•::.-. ..; 

Figure 1 shows the relationship between the various components required for 
pass-thru programming and responsibilities for each component: 
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. -' .■'■■■; FIGURE 1-ttSAE;J2534; OVERVIEW :.- .. .i 

6., Pass-Thru System: Requirements 

: ,6.1 PC Requirements — Generic PC running a, Win32 Operating System 
(e.g., Windows 95/Windows 98/Windows NT/Windows Millennium Edition, 
Windows 2000, Windows XP, .. .). The PC should be capable of connection to the 
Internet. ......... 

- -6.2 Software Requirements and Assumptions— Reprogramming applica- 
tions can assume that the PC will be connected to the Internet, although not all 
applications will require this. The OEM application is limited to a single thread 
for communication with the tool manufacturer DLL/API. Multiple protocols may 
be connected and communicated on sequentially (serialized) from the single 
application thread. This will prevent the unnecessary complexity of determining 
what message responses belong to which application thread. 

6.3 Connection to PC — The interface between the PC and the pass-thru 
device shall be determined by the manufacturer of the pass-thru device. This can 
be RS-232, USB, Ethernet, IEEE1394, Bluetooth or any other connection that 
allows the pass-thru device, to meet all other: requirements of this document, 
including timing requirements. The tool manufacturer is also required to include 
the device driver that supports this connection so that the actual interface used is 
transparent to both the PC programming application and the vehicle. 

6.4 Connection to Vehicle — The interface between the pass-thru device 
and the vehicle shall be an SAE J1962 connector for serial data communications. 
The maximum cable length between the pass-thru device and the vehicle is five 
(5) meters. Vehicle manufacturers will need to supply information about neces- 
sary connections to any connector other than the SAE J1962 connector. 

6.5 Communication Protocols — A fully compliant pass-thru interface 
shall support all communication protocols as specified in this section. Additioit 
ally, the pass-thru device must support simultaneous communication of an ISO 
9141 OR ISO 14230-4 protocol AND an SAE J1850 protocol AND a CAN or 
SCI based protocol during a single programming event. Note that only one type 
of SAE J1850 is required per programming event, as the two types of SAE J1850 
aremutually exclusive on any given vehicle. As well, CAN andSCI are mutually 
exclusive on some vehicles as the same pins are used. 

The following communication protocols shall be supported: 
6.5.1 ISO 9141 — The following specifications clarify and, if in conflict with 
ISO 9141, override any related specifications in ISO 9141: 

a. The maximum sink current to be supported by the interface is 100 mA. 

b. The range for all tests performed relative to ISO 7637-1 is -1.0 to +40.0 V. 

c. The minimum bus idle period before the interface shall transmit an address, 
shall be 300 ms. 
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A Support following baud rate-with ±0.5% tolerance«10400:: ; .-•' i 

e. Support following baud rates? with ±2% tolerance: 9600,; 9615, 10000, 
108'70 t ; 11905, ,12500, 13158; 13889,:14706, and 15625. / 

f. Support odd and even parity in addition to the default of no parity, with 
; seven or eightdata bits. Always one start bit and one stop bit. 

6.5.2 ISO 14230-4 (KWP2000)— The.ISO 14230-4 protocol is the same as the 
IS05141 protocol with the.followingiadditions: ; 

- a. , The interface; will handle the tester present message and 0x78 response code 
lr automatically (i.e., without intervention from the PC), i .' . '-. 

6.5.3 SAE J1850 41.6 kbps PWM (pulse width MODULATlON)-^-The follow- 
mg:additional features; of SAE ,11850 must be supported; by the ipass-thru device 
for;4L6kbpsPWM:- 

a. Capable of high speed mode of 83.3Jcbps. . .■ ' ■ 
.-.■ b.. Recommend Eordapproved SAE J1850PWM(SCP) physical layer 

6.5.4 SAE 11850 10.4 rbps VPW (variable pulse A\ODTH)i-^-The following 
additional features, of SAE J1850 must be supported by the pass-thru device for 
10.4kbps VPW: 

a. High speed mode of 41 .6 kbps 

b. 4K block transfer 

6.5.5 CAN— The following features of ISO 11898 must be supported by the 
pass-thru device: 

a. 250 and 500 kbps 

b. 11 and 29 bit identifiers 

c. Support for 80% ± 2% and 68.5% + 2% bit sample point. 

d. Pass-thru "message interface (i.e., raw CAN. frames with no flow control in 
the pass-thru device) 

6.5.6 ISO 157_65r4XCAN)— The following features of ISO .15765-4 must be 
supported by the pass-thru device: ' , 

a. 250 : and 500; kbps " 
K 11 and 29 bit identifiers 

c. Support for 80% ± 2% bit sample point 

d. To maintain acceptable prdgramming times; the transport layer flow control 
function, as defined in ISO 15765-2, must be incorporated in the pass-thru 
device (see Appendix A). If the application does not use the ISO 15765-2 
transport layer flow control functionality,; the CANprotoeol will allow for 

. any rcustomi transport layer. • -' r V r.- 

• 6i5.7 .SAEJ2610 DAD^lerChrysler SCI— Reference the SAE J2610 Infor- 
mation Report for a description of the SCI protocol. 

: 6*6iPrograinmabIe-PoweirSupply-^The;interface shall be capable of sup- 
plying between 5 ando20Tvoltsaoone of the following' pins (6, 9, 11, 12, 13 or 14) 
onsthe SAEJ1962 diagnbstic>connector, : drto an auxiliary pin; which would need 
to be connected. to; the'vehicle via a cable that is unique' toithe vehicle; As well; 
short to' ground capability on pin 1 5 is required. The' following requirements shall 
be met by the po;werisupply: . ; -i"; ■ 

a. Minimum 5 V- -v- , ■ .- • 

brMaximum 20 V ■■■■-,:■ - .- ■—'< '■*■•.. ,. 

-c. : Accuracy +0.1V, ' 

d. Maximum' source current 200mA " ". - 

e:- Maximum ^ink current'- 300mA (only for SHORT_TO_GROUND 
.■' -:■: ■ option); "; ■ ■-" -■ ■■ .:\\ :.. 

t ^Maximum 1ms Settling time (required for SCI protocol, reference SAE 
J2610ilnformation Report) '■. '*; J" 

• ;g. Pin assignment software selectable' :— f j 

6.7 Data Bufferings— The'interface shall beeapable of buffering a 4K byte 
transmit'messageasJweUas.a 4Kbyte receive message. " 
7. Win32 Application Programming Interface 

7.1 API Functions 4 Overview— To conform to this document a vendor 
supplied API implementation (DLL) must support utefunGtions included in Fig- 
ured. ' .":-' : -.- .■[■ .-.•■ ;. . . . - ■;.. • ' . .•:■: ■■'. 
; 'i 7.2 API Functions - Detailed Information 

7:2:r PASSTHRUCONNECT — -This function is used to establish a logical connec- 
tion; with a protocol channel. After this function is called, itHe value pointed to by 
pChannellD is used as the logical identifier for the connection. The DLL can use 
this function to initialize data structures and device drivers. If the function oper^ 
ates successfully, a value of STATUS_NOERROR is returned and a valid channel 
ID will be placedln <pChannelID>. All future ihteractionsj.with the: protocol 
channel willbe done using the pChannellD. Note that all filters for the given pro- 
tocol will be cleared with this function. 



Function 


Description 


PassThruConnect 


Establish a connection with a protocol channel.- 


PassThruDisconnect ' 


Terrhinate a connection with a protocol channel. 


PassThruReadMsgs 


Read, message(s) from a protocol channel.. 


PassThruWriteMsgs 


Write message's) to a protocol channel. 


PassThruStartPeriodicMsg 


Start' sending'a message' atfa'specified time interval^' 
on a protocol channel. '. '"> 


PassThruStopPerlodlcMsq 


Stop a periodic message^ ,i. • -.*,.;.; ,, 


PassThruStartMsgFllter 


Start filtering incoming messages dri a protocol .'.~ .'" 
channel^'- ! -'- ■-"'■-■-; ■'- < ■ -' - - ; ! - -'-" ■' 


; PassThruStopM.sgFilter 


Stops [filtering [incoming messages on aprotocon.; 
channel. ...... 


PassThruSetProqramminqVoltaqe 


Set a programming voltage on a specific pin. 


PassThruReadVersion 


Reads theVersion information for the DLL- and API. 


PassThruGetLastError 


Gets the text description of tHe last error. 


PassThruloctl 


General I/O control functions for reading and writing 
protocol configuratibn parameters (e.g. initialization, 
baud rates, programming voltages, etc.): ■ '. 



FIGURE 2— SAE J2534 API FUNCTIONS 

7.2.1.1 t / C++ Prototype 

extern "C" long WINAPr PassThruConnect. 

unsigned long ProtocolID, 
unsigned long Flags, 
unsigned long *pChannelID 

7.2.1.2 Parameters 

ProtocolID ProtocolID. , .".."' 

Flags Connection flags, normally set to zero. 

pChannellD Pointer to location for the channel ID that is assigned by the 
DLL. ' y: 

7.2.1.3 Flag Values— -See Figure 3. 



Flags Bit(s) 


Description 


Value rv ,- 


31^9 


Unused 


Tool rhanufa'cturer'spe'cific 


8 


CAN ID-type. 


= 11*it,T=-29« ■':■.-.■ '-;■ 


7 


IS015765-2 Addressing Method 


= no extended address, 1 = 
extended address is first byte 
after-the-'IDbytes -'■' 


6-0 


Unused l , ' , > 


Reserved, for SAE-shal! be 
set too . ' , . 



FIGURE 3— FLAG VALUES 
7.2.1.4 ProtocolID Values — See Figure 4. 
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Definition 


Description 


Value(s) 


J1850VPW 


GM / DaimlerChrysler CLASS21 ' ■ 


"0x01 


J1850PWM 


FordSCP '..M.: .,s :■,- „n 


:0x02 ; .,.; 


IS09141 


IS09141 and IS09141-2 


0x03 


ISO14230 


ISO14230-4 (Keyword; Prdtocol 2000)! 


0x04 ' 


CAN 


Raw CAN (flow control; nothandled 
automatically by interface) • 


?0x05 


IS015765 


IS015765-2flowcontrole,nabled (see .. 
Appendix A for high level description} 


0x06 


SCLA_ENGINE 


SAE J2610 (paimlerChrysler $CI]r 
configuratibh A for engine 1 l ~ "'■' ■■' 


P x 07, 


SCLAJTRANS 


SAE J2610 ; (DaimierChrysler-SGI) ' ■ - 
configuration Arfor;transmission ! • 


v 0k&S 


SCI_B_ENGINE. 


SAE J261 (DaiiTilefChrysler Sei) ; . 
configuration B for engine 


0x09 


SCI_B_TRANS 


SAE J2610 (DaimlerChrysler SCI) • 
configuration B for transmission 


,0x0a 


Unused 


Reserved for SAE use 


OxOB- 
OxFFFF 


Unused 


Tool manufacturer specific 


0x10000- '■'■ 
OxFFFFFFFF 



., FIGURE 4— PROTOCOL ID VALUES 

7.2.1.5 ReturnValues—SeeiVigarsS. , , ....'.• 

7.2.2 PassThruDisconnect-^ This fuhctipn is used to terminate a logical 
connection with a protocol channel. The DLL can use this function to de-allocate 
data structures and deactivate any device drivers. If the function operates success- 
fully, a value of STATUS_NOERROR is returned. After this call the Channel ID 
will no longer be valid. 
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Definition 


Description 


STATUS NOERROR 


Function call successful; 


ERR_DEVICE_NOT_CONNECTED 


Device not connected to PC. 


ERR_INVALID_PROTOCOL_ID 


Invalid ProtocollD value or there is a ; 
resource conflict (i.e. trying to connect to 
multiple protocols that are mutually; 
exclusive such as J1850PWM and 
J1850VPW or CAN and SCI_A, etc.). 


ERR_NULLPARAMETER 


NULL pointer supplied where a valid 
pointer is required ,, 


ERR_INVALID_FLAGS 


Invalid flag values. ; 


ERR_FAILED 


Undefined error, use -' 

PassThruGetLastError for text description 


ERR_CHANNEL_!N_USE 


Channel number is currently connected. 



FIGURE 5— RETURN VALUES 

7.2.2.1 C/C++ Prototype 

extern "C" long WINAPI PassThruDisconnect 

-( - ; - - ..: ■ ... ,..; : 

unsigned long ChannellD H 

) ' \ ■ ■■ ' ■ '■"■■""■• 

7.2.2.2 Parameters ;; J : ,A '■"■■ 
ChannellD The channel ID assigned by the PassThruConnect function. 

7.2.2.3 Return Values — SeeFigure6. 



Definition 


Description 


STATUS NOERROR 


Function call successful. 


ERR_DEVICE_NOT_CONNECTED 


Device not connected to PC. 


ERR_FAILED ■ ■ • 


Undefined error, use PassThruGetLastError 
for text description 


ERR_INVALID_CHANNEL_ID 


Invalid ChannellD value. 



FIGURE 6— RETURN VALUES 

"7.2.3 PassThruReadMsgs— This function reads messages from the receive 
buffer in the order they were received. If the function operates successfully, a 
value of STATUSJMOERROR is returned. Note that the ISO 15765-2 FirstFrame 
and TxDone indications will be returned as messages when calling this function. 
Also note that all messages and indications shall be read in the order that they 
occurred on the bus. 

7.2.3.1 C / C++ Prototype 

extern "C" long WTNAPI PassThruReadMsgs 

.--■' ( " ' "•■' -'"-,'. ''" 

unsigned long ChannellD, 

PASSTHRUJVISG *pMsg, 

. unsigned long *pNumMsgs, 

unsigned long Timeout 

7.2.3.2 Parameters 

ChannellD The channel ID assigned by the PassThruConnect function. 

pMsg Pointer to message structure(s). 

pNumMsgs Pointer to location where number of messages to read is spec- 
ified. On return from the function this location will contain 
the actual number of messages read. 

Timeout Read timeout (in milliseconds). If a value of is specified the 

function returns immediately. Otherwise, the API will not 
return until the Timeout has expired, an error has occurred, or 
the desired number of messages have been read. If the num- 
ber of messages requested have been read, the function shall 
— not return ERR^TIMEOUT, even if the timeout value is zero, 

7.2.3.3 Return Values — See Figure 7. '..-''; 
7.2.4 PASSTHRUWRITEMSGS— This function is used to send messages. The 

messages are placed in the buffer and sent in the order they were received. If the 
function operates successfully, a value of STATUS JSTOERROR is returned. To 
perform blocking writes (i.e., the function does not return until message is suc- 
cessfully sent on the vehicle network or a timeout occurs), use the blocking flag in 
the TxFlags element of the message structure (Reference 8.4.2). 



Definition 


Description 


STATUS NOERROR 


Function call successful. 


ERR_DEVICE_NOT_CONNECTED 


Device not connected to PC, 


ERR_INVALID_CHANNEL_ID 


Invalid ChannellD. value. 


ERRJMULLPARAMETER 


NULL pointer supplied where a valid ' 
pointer is required. 


ERR_TIMEOUT 


Timeout. Device could not read the 
.specified number of messages The " 
actual number .of messages read is / 

placed in <NumMsgs>. If a timeout- - 

occurs and there are no available- - ! ~ - 
messages', ERR_BUFFER_EMPTYJ, " "T . 
should be returned. ~ " ~"'~ 


ERR_BUFFER_EMPTY 


No messages available to read. 


ERRJAILED .- ,. -. . ",, ..: - -; 


Undefined error, use 
PassThruGetLastError for text description . 


ERR_BUFFER_OVERFLOW 


Indicates a buffer overflow occurred and 
messages.were lost. The actual number 
of messages read is placed in: - : '_ 
<NumMsgs>. 



pMsg 
pNumMsgs 



Timeout 



FIGURE?— RETURN VALUES , : 

7.2:4.1 C / C++ Prototype ' '"- i 

extern "C" long WINAPI PassthruWriteMsgs 

unsigned long ChannellD, . ;~;;t." 

PASSTHRUJVISG *pMsg, • " 
unsigned long *pNumMsgs, 
unsigned long Timeout 

'.)-" ^'..-." :.; .x: :ir::z;:: '.:'." : ~ "".• 

.7.2.4.2 Parameters .. ■._"...•. ...__.. 

ChannellD The Channel ID assigned by the PassThruConnect function. 
Pointer to message structure(s). 

Pointer to the location where number of messages to write is 
specified. On return will contain the actual number of mes- 
sages that were transmitted or placed in the transmit queue.;"; 
Write timeout (in milliseconds). If a value of is specified the 
function returns immediately. Otherwise, the API will not 
. return until the Timeout has expired, an error has occurred, or 
the desired number of messages have been written. If the 
; number of messages requested have been written, the function 

shall not return ERR_TTMEOUT,_even if the timeout value is 
zero. ..':.''". - "-'' ' " ! 

: 7.2.4.3 Return Values— See Figure 8. ; 

7.2.5 PassThruStartPeriodicMsG— This function starts sending a message 
at the specified interval. If the function operates successfully, a value of 
STATUS_NOERROR is returned. The maximum number of periodic messages is 

ten. - - -._ - _...: 

7.2.5.1 C / C++ Prototype ■-.■■ .. - r 

extern "C" long WINAPI PassThruStartPeriodicMsg 

< ■■ ■■ . -•; 

unsigned long ChannellD, 

PASSTHRU_MSG *pMsg, 

unsigned long *pMsgID, 

unsigned long Timelnterval .7 .- , _ , ,- - 

} -,■•■■• 

J.2.5.2 Parameters^ _ _. ... . . _.. 

ChannellD The-channel ID assigned by the PassThruConnect function. 

-pMsg - Pointer to message structure. - :L 

pMsglD Pointer to location for the message ID that is assigned.by 

; ' the DLL. : ; ■-■•■■ -. ■ '- , 

I Timelnterval Time interval between the start of successive transmissions 
! of this message, in milliseconds. The valid range is 5- 

\ 65535 milliseconds. 

7.2.5.3 Return Valuesr—See Figure 9. ■'■ " !j :;.;.■ V." ■•, : : ■ 

: 7.2:6 PassThruStopPeriodicMsg— This function stops the process of send- 
ing a periodic message. If the function operates successfully, a value of 
STATUS_NOERROR is returned. After this call the MsgID will be invalid, 
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7.2.6.1 C / C++ Prototype 

extern "C" long WTNAPI PassThruStopPeriodicMsg 

.(.... ' "' : -,..- 

unsigned long ChannellD, 
unsigned long MsgID 

> ■ , - . y,-,; "■■■-:. 



Definition. .: c -.■■: 


Description 


STATUS NOERROR ^ 


FQnction call successful. 


ERR_DEVIGE_NOT-eONNECTED 


Device not connected to PC. 


ERR_INVALip_CHANNELJP , 


Invalid ChannellD value. 


ERR_INVALID_MSG 


Invalid message structure pointed to by 
pMsg (e.g. sending a 20 byte long 
J1850PWM message, sending a ,;j '" " 
J1850PWM message where the third .data 
byte is not the same as the node ID, etc.). 


:err_nullparameter 


NULL pointer supplied where a valid 
pointer is required. 


ERR_FAILED. 


Undefined error, use 
PassThruGetLastError for text description 


ERR_TIMEOUT . ■ v - ., 


Timeout. 


ERR_MSG_PROTOCOL_ID 


Protocol type in the message does not 
match protocol, associated with the 
ChannellD 


ERR_BUFFER_FULL 


Protocol message buffer is full. 



FIGURE 8— RETURN VALUES, 



Definition 


Description 


STATUS NOERROR 


Function call successful. 


ERR^pEVICE^NOT^CONNECTED 


Device, not connected to PC. 


ERR_INVALID_CHANNEL_ID 


Invalid ChannellD value. 


ERRJNVAHDiMSG 


' Invalid message^irUcture pointed to by 
pMsg. 


ERR_NULLPARAMETER 


NULL pointer supplied where a valid 
' pointer is ] required. ' 


ERRJNVALip_TIMEJNTERVAL ' 


Invalid Timelnterval value. 


,ERR_FAILED 


Undefined error, use 
PassThruGetLastError for text 
description 


ERR_MSG_PROTOCOL_ID 


Protocol type in the message does not 
match .protocol associated with the 
ChannellD 


ERR^EXCEEDEDJJMIT 


Exceeded the maximum number of 
periodic riiessage IDs or the maximum 
allocate space. 



FIGURE 9— RETURN VALUES 

7.2.6.2 Parameters 

ChannellD The channel ID assigned by the PassThruConnect function. 
MsgID Message ID that is assigned by the PassThruStartPeriodicMsg 

function. 

7.2.6.3 Return Values — See Figure 10. 



Definition 


Description 


STATUS NOERROR 


Function call successful. 


ERRJ)EVICE_NOT_CONNECTED 


Device not connected to PC. 


ERR_INVALID_CHANNEL_ID 


Invalid ChannellR value. 


ERR_FAILED 


Undefined error, use 
PassThruGetLastError for text 
description 


ERR_INVALID_MSG_ID 


Invalid MsgID value. 



FIGURE 10— RETURN VALUES 

7.2.7 PassThruStartMsgEtlter — This function starts filtering incoming 
messages. If the function operates successfully, a value of STATUS_NOERROR 
is returned. The maximum number of message filters is ten. See Appendices A 



and B for a description of the use of these message filters for transmission and 
reception of multi-frame messages. 

7.2.7.1 C / C++ Prototype 

extern "C'lbngWIN API PassThruStartMsgFilter J : 

( , ^ ■.;- V V. .,->'■ ■ 

.unsigned long ChannellD, , 
unsigned long.FilterType, 
PASSTHRU.MSG *pMaskMsg, 
PASSTHRU.MSG *pPatternMsg, 
PASSTHRU_MSG *pFlowControlMsg, 
unsigned long *pMsgID 
) " " ■-•'■.- 

7:2.7.2 Parameters ..-■-.-:," 

ChannellD The channel ID assigned by the PassThruConnect func- 

tion, - - , ., - 

FilterType Designates: 

PASS^FJLTER -_allows matching messages into the 
receive queue. 

BLOCK_FTLTER - keeps matching messages out of 
the. receive queue,, ■ ;; . 

FLOW^ONTROL.FILTER - defines a filter and 
outgoing flow control messageto , support , the ISO 
15765-2 flow control mechanism. 
pMaskMsg Designates a pointer to the mask,.message that will be 

applied to each inconiing message (i.e., the mask mes- 
sage that will be ANDed, to each incoming^message) to 
mask any unimportant bits. 

The usage of the pMaskMsg allows for configuring a fil- 
ter that passes thru multiple CAN-identi.fiers.Tn-"case. the 
. filter allows fpi the reception of multiple CAN identifi- 
ers then those messages are only allowed,to be Single- 
Frame messages, because only a single FlowControl 
CAN identifier- can-be specified, . ,- 

pPatternMsg Designates a pointer to the pattern message that wilr be 

comparedto the incoming message after the mask mes- 
sage has been applied. If the result matches this pattern 
message and the FuterType is, PASS_FILTER A , then r the 
incoming message will added to the receive queuejbth- 
erwise it will be discarded); If the result,matche's this 
pattern message' and the FiiterType is BLdCk£mjER, 
then the incoming message will be discarded (otherwise 
it will be added to the receive queue). Message bytes in 
the received message that are beyond, the DataSize of 
the pattern message. will 'be 'treated as ''don't care". 
pFlowControlMsg Designates a pointer to an ISO 15765-2 flow control 
message. This message will, be sent out when the 
received message ANDed with.the. message pointed to 
by pMaskMsg matches the message pointed to by pPat- 
ternMsg and the interface is receiving, a segmented mes- 
sage. This message shall only contain the message ID 
(and extended address byte if the 
IS015765_EXT_ADDR flag is set). The. interface will 
provide the PCI bytes when this message is transmitted. 
To modify the BS and STmih values that are used by the 
interface^ reference the IOCTL section. This pointer 
only applies to the FLOW_CONTROL_FILTER type 
and must be set to NULL when the FilterType is 
;'. PASSLFILTERorBLOCKlFILTER. 

pMsgID Pointer to location for the message ID that is assigned 

by the DLL. 
, 7.2.7.3 Filter Type Values— See Figure 11. 



Definition 


Value 


PASS FILTER ■ .,- . 


0x0000000-1 


BLOCK FILTER 


0x00000002 ' ; 


FLOW CONTROL FILTER 


0x00000003 



FIGURE 1 1— FILTER TYPE VALUES 
7.2.7.4 Return Values — See Figure 12. 
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Definition 



STATUS NOERROR 



ERR_DEVICE_NOT_CONNECTED 



ERR_INVALID_CHANNEL ID 



ERR INVALID MSG 



ERR_NULLPARAMETER 



ERR FAILED 



ERR_EXCEEDED LIMIT 



ERR_MSG PROTOCOL ID 



Description 



Function call successful. 



Device not connected to PC. 



Invalid ChannellD value. 



Invalid message structure pointed to by 
pMsg : ---- 



NULL pointer supplied where a valid 
pointer is required. 



Undefined error, use 
PassThruGetLastError for text 
description 



Exceeded the maximum number of filter 
message IDs or the maximum allocate 
space. ; ... 



Protocol type in the message does not 
match protocol associated with, the 
ChannellD ' 



FIGURE 12— RETURN VALUES 

7.2.8 PassThruStopMsgFIlter— This function stops the process of filtering 
messages. If the function operates successfully, a value of STATUS_NOERROR 
is returned. After this call the MsgID will be invalid. 

7.2.8.1 C/C++ Prototype 

extern "C" long WINAPI PassThruStopMsgFilter 

unsigned long ChannellD, ■- —"."". .'. 

unsigned long MsgID 

)■■'■• •'■ : "~--..- :. 

7.2.8.2 Prameters 

ChannellD The channel ID assigned by the PassThruConnect function. 
MsgID Message ID that is assigned by the PassThruStartMsgFilter 

function. 

7.2.8.3 Return Values— See Figure 13. ■ ■- ■■■■ 



Definition 



STATUS NOERROR 



ERR_DEVICE_NOT_CONNECTED 



ERR_INVALID_CHANNEL_ID 



ERR FAILED 



ERRJNVALID MSG ID 



Description 



Function call successful. 



Device not connected to PC. 



Invalid ChannellD value. 



Undefined error, use 
PassThruGetLastError for 1 text 
description 



Invalid MsgID value. 



FIGURE 13— RETURN VALUES 

7.2.9 PassThruSetProgrammmgVoltage— This function sets a program- 
ming voltage on a specific pin. If the function operates successfully, a value of 
STATUS_NOERROR is returned. It is up to the application programmer to. 
insure that voltages are not applied to any pins incorrectly. This function cannot 
protect from incorrect usage (e.g., applying a voltage to pin 6 when it is being 
used for the CAN protocol). Note that for SCI protocol, the application would set' 
the PinNumber, set the Voltage to VOLTAGE_OFF, and set SCIJTXJVOLTAGE 
in TxFlags of the message to pulse the programming voltage to 20 V DC. 

7.2.9.1 C/C++ Prototype 

extern "C" long WTNAPI PassThruSetProgrammingVoltage 

( ! 

unsigned long PinNumber, 
unsigned long Voltage 

) ; ■■ _:.. .'._._ 

7.2.9.2 Parameters 

PinNumber The pin on which the programming voltage will be set. Valid 
options are: 

- Auxiliary output pin (for non-S AE Jl 962 connectors) 

6 - Pin 6 on the SAE J1962 connector. 

9 - Pin 9 on the SAE J1962 connector. 

11-Pin 11 on the SAE J1962 connector. 

12 - Pin 12 on the SAE J1962 connector. 

13 -Pin 13 on the SAE J1962 connector. — . - 

14 - Pin 14 on the SAE J1962 connector. 



15 - Pin 15 on the SAE J1962 corrector (short to ground 
only). - ■ .... 

Voltage The voltage (in millivolts) to be set. Valid values are: 

5000mV-20000mV (limited to 200mA with a resolution of 
±100 millivolts for pins 0, 6, 9, 11, 12, 13, and 14). 
VOLTAGEJDFF - To turn output off (disconnect). ;: 
SHQRT_TO_GROUND :- Short pin to ground (pin 15 
only). > .■■■■'. 

7.2.9.3 Voltage Values— See Figure 14. 



Definition 


Value 


Programming Voltage 


0x00001 388 (5000 mV) to 
0x00004E20 (20000 mV) 


SHORT TO GROUND 


OxFFFFFFFE 


VOLTAGE OFF 


OxFFFFFFFF 



FIGURE 14— VOLTAGE VALUES 



,7.2.9 A Return Values— See. Figure 15. 



Definition 


Description 


STATUS NOERROR 


Function call successful. 


ERR_DEVICE_NOT_CONNECTED 


Device not connected to PC. 


ERR NOT SUPPORTED 


Function not supported. 


ERR_FAILED 


Undefined error, use 
PassThruGetLastError for text 
description 


ERR PIN INVALID 


Invalid pin number specified: .: 



FIGURE 15— RETURN VALUES - 

7.2.10 PassThruReadVersion— This function returns the version strings 
associated with the DLL. If the function operates successfully, a value of 
STATUS_NOERROR is returned. A buffer of at least eighty (80) characters must 
be allocated for each pointer by the application. 

7.2.10.1 C/C++ Prototype ',....' ';'.'. ' 
extern "C" long WINAPI PassThruReadVersion 

( 

char*pFirmwareVersion, 

char*pDirVersion, 

char*pApiVersiori 

.).... ,...:. - ~~ -.~,, r ~ r . ; .; 

7.2.10.2 Parameters :-:.j.,_> 
pFirmwareVersion Pointer to Firmware version string in XX.YY format 

- ■ : ■ (e.g., 01.01). This string is determined by the inter- 

face vendor that supplies the device. 
pDHVersion ■ Pointer to DLL version string in XX.YY format (e.g., 

01.01). This string is determined by the interface 
\ vendor that supplies the DLL. 
pApiVersion Pointer to API version string in XX. YY format. This 

: -' ■ ■ string corresponds to the date of the balloted docu- 
' ment. 
■ j October 2001 -Ballot = "01.01" 
December 2001 Ballot = "01.02" 
February 2002 Final = "02.02" 

7.2.10.3 Return Values—See Figure 16".'; - 



Definition 


Description 


STATUS NOERROR ■ 


Function call successful 


ERR_DEVICE_NOT_CONNECTED 


Device not connected to PC 


ERR_FAILED , 


"Undefined error, use 
PassThruGetLastError for text 
description 


ERRJMULLPARAMETER 


NULL pointer supplied where a valid 
pointer is required 



FIGURE 16— RETURN VALUES 



7.2.11 PassThruGetLastError— This function -returns the text string 
description for an error detected during the last function call (except 
PassThruGetLastError). This function must be called before calling any other 
function. The buffer pointed to by pErrorDescription is allocated by the applica- 
tion and must be at least eighty (80) characters. 
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7,211.1 C/C++ Prototype 

extern "C" long WINAPI PassThruGetLastError : 

( ■■...■ .. 

char *pErrorDesGription 

) 

7.2.11.2 Parameters ' 
pErrorDescription Pointer to error description string. 

7.2.11.3 Return Values — See Figure 17. 



7.3 IOCTL Section— Figure 20 provides the details on the IOCTLs avail- 
able through PassThruIoctl function: ," ,-,-". 



Definition 


Description 


STATUS NOERROR 


Function call successful 


i ERR_NULLPARAMETER 


NULL pointer supplied where a valid pointer 
1 is required 



FIGURE 17— RETURN VALUES 

7.2.12 PASSTHRUIOCTL— This function is used to read and write all the proto- 
col hardware and software configuration parameters. If the function operates suc- 
cessfully, a value of STATUSJNTOERROR is renirned. The structures pointed to 
by plnput and pOutput are determined by the IoctlTD. Please see section on 
IOCTL structures for details:: 

7.2.12.1 C /C+mPrototype 

extern "C" long WINAPI PassThruIoctl 

c ■>. . ■ .; ' 

unsigned long ChanneHD, 
unsigned long IoctllD'; - 
void*pInput, 
void*pOutgut 

) . . ' 

7.2.12.2 Parameters 

ChanneHD The channel ID assigned by the PassThruConnect function. 
r IoctHD IoctllD (see the' IOCTL Section), 

plnput Painter to input structure (see the IOCTL Section). 

' ' pOutput Pointer to output structure (see the IOCTL Section). 

7.2. 12.3 loctl ID Values— See Figure 1 8. " 

7.2.12.4 Return Values— See Figure 19. 





Definition 


Value 






GET CONFIG - 


0x01 






SET CONFIG 


0x02 


, 




READ VBATT ' ' 


0x03 






FIVE BAUD INIT 


0x04 






FAST INIT — 


0x05 






CLEAR TX BUFFER 


0x07 


' 




CLEAR RX BUFFER 


0x08 






CLEAR PERIODIC MSGS 


0x09 






CLEAR MSG FILTERS . 


OxOA 






CLEAR FUNCT MSG LOOKUP TABLE 


OxOB 






ADD TO FUNCT MSG LOOKUP TABLE 


OxOC 






DELETE FROM 

FUNCT MSG LOOKUP TABLE 


OxOD 






READ PROG VOLTAGE 


OxOE 






Reserved for SAE 


OxOF- 
OxFFFF 






Tool manufacturer specific 


0x10000- 
;0xFFFFFFFF 






FIGURE 18— IOCTL ID VALUES 




Definition 


Description 


STATUS NOERROR 


Function call successful 


ERR_DEVICE_NOT_CONNECTED 


Device^ not connected;to;PC 


ERR_INVALID_CHANNEL_ID 


Invalid ChanneHD value. 


ERRJNVALIDJOCTLJD 


Invalid IoctllD value. 


ERR_NULLPARAMETER 


NULL pointer supplied where a valid 
pointer is required 


ERRJMOT_SUPPORTED 


■ Invalid orunsupported.parameter/value 


ERR_FAILED 


Undefined error, use -' 
PassThruGetLastError for text description 



FIGURE 19— RETURN VALUES 



Value of IoctllD 


InputPtr 
represents 


OutputPtr 
represents 


Purpose 


GET_CONFIG 


Pointer to 
SCONFIG LIST 


NULL pointer 


To get the vehicle network configuration- 
of the pass-thru device 


; set_config 


Pointer to 
SCONFIG LIST 


NULL pointer 


To set the vehicle network configuration 
of the pass-thru device . 


READ.VBATT 


NULL pointer 


Pointer to unsigned 
long 


To direct the pass-thru device to read 
the voltage on pin 16 of the J1962 
connector 


FIVE_BAUDJNIT 


Pointer to 
SBYTE ARRAY" 


Pointer to 
SBYTE.ARRAY 


To direct the pass-thru device to initiate 
a 5 baud initializatiomsequence. :.v 


,FAST_INIT: 


Pointer to 
PASSTHRU MSG 


Pointer to 
PASSTHRU MSG 


To direct thepass-thru device to initiate; 
a fast initialization sequence 


CLEAR_TX_BUFFER 


NULL pointer 


NULL pointer 


To direct.the pass r thru device to clear 
all messages in its transmit queue 


CLEAR_RX_BUFFER 


NULL pointer 


NULL pointer 


To direct the pass-thru device to clear 
all messages in its receive queue 


CLEAR_PERIODIG_MSGS 


NULL pointer 


NULL pointer 


To direct the pass-thru device to clear 
all periodic messages, thus stopping all 
periodic message transmission • 


oC.LEARjyiSG_FILTERS 


NULL pointer 


NULL pointer 


To direct the pass-thru device to clear 
all message filters, thus stopping all 
filtering 


: CLEAR FUNCT 
MSG LOOKUP TABLE 


NULL pointer 


NULL pointer 


To direct the pass-thru device to clear 
the Functional Message Look-up Table 


ADD TO FUNCT 
MSG_LOOKUP_TABLE 


Pointer to 
SBYTE_ARRAY 


NULL pointer 


To direct the pass-thru device to add a 
functional address to the Functional 
Message Look-up Table 


DELETE FROM FUNCT 
MSG_LOOKUP_TABLE 


Pointer to 
SBYTE_ARRAY 


NULL pointer 


To direct the pass-thru device to delete 
a functional address from the" 
Functional Message Look-up Table 


READJPROG_VOLTAGE 


NULL pointer 


Pointer to unsigned 
long 


To direct the pass-thru device to read 
the feedback of the programmable 
voltage set by 
PassThruSetProgrammingVoltage 



FIGURE 20— IOCTL DETAILS 
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7.3.1 GET_CONFIG— The IoctllD value of GET_CONFIG is used to obtain 
the vehicle network configuration of the pass-thru device. The calling application 
is responsible for allocating and initializing the associated parameters described 



in Figure 21. When the function is successfully completed, the corresponding 
parameter value(s) indicated in Figures 23A, 23B, and 23C will be placed in each 
Value. ; : 



Parameter 



IoctllD 



InputPtr 



OutputPtr 



Description 



Is set to the define GET CONFIG. 



Points to the structure SCONFIG_UST, which is defined as follows: - - -~ • ; 

typedef struct 

{ •■" -' ."■■' ^ ' ■" ■ 

unsigned long NumOfParams; /* number of SCONFIG elements */ 

SCONFIG 'ConfigPtr; /* array of SCONFIG 7 
} SCONFIGJJST _ ' 

where: 

NumOfParms is an INPUT, which contains the number of SCONFIG elements in the array 

pointed to by ConfigPtr. ..-.--.-' — -':■-- .-,,—. . — — 

ConfigPtr is a pointer to ari array of SCONFIG structures. 

The structure SCONFIG is defined as follows: 

typedef struct ■ ; 

{ -. . -"- ! : I 

unsigned long Parameter; 7*"name of parameter 7 1 V, ' -■■--—- 

unsigned long Value; \l* value of the parameter 7 ' 

} SCONFIG 

' t 

where: ''.:-'■ _ ' _. ._. _. 

Parameter is an INPUT that represents the parameter to be obtained (See Figure 23 for a list 
of valid parameters). ' 

Value is an OUTPUT that represents the value of that parameter (See Figure 23 for a list of 
valid values). 



Is a NULL pointer, as this parameter is not used. 



FIGURE 21— GETCONFIG DETAIL 



7.3.2 SET_CONFIG— The IoctllD value of SET_CONFIG is used to set the 
vehicle network configuration of the pass-thru device. The calling application is 
responsible for allocating and initializing the associated parameters described in 



Figure 22. When the function is successfully completed the corresponding param- 
eters) and value(s) indicated in Figures 23A, 23B, and 23C will be in effect. 



Parameter 



IoctllD 



InputPtr 



OutputPtr 



Description 



Is set to the define SET CONFIG. 



Points to the structure SCONFIGJJST, which is defined as follows: 

typedef struct 

{ 

unsigned long NumOfParams; /* number of SCONFIG elements 7 

SCONFIG *ConfigPtr; /* array of SCONFIG 7 

} SCONFIGJJST 

where: 

NumOfParms is an INPUT, which contains the number of SCONFIG elements in the array 

pointed to by ConfigPtr. 

ConfigPtr is a pointer to an array of SCONFIG structures. 

The structure SCONFIG is defined as follows: 

typedef struct 

{ 

unsigned long Parameter; /* name of parameter 7 

unsigned long Value; /* value of the parameter 7 
} SCONFIG 

where: 

Parameter is an INPUT that represents the parameter to be set (See Figure 23 for a list of 

valid parameters). 

Value is an INPUT that represents the value of that parameter (See Figure 23 for a list of 

valid values). 



Is a NULL pointer, as this parameter is not used. 



FIGURE 22— SET_CONFIG DETAILS 
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Valid values for 
Parameter 


ID Value 


Valid values for 
"Value 


Description 


DATA_RATE 


0x01 


5-500000 


Represents the dasired baud rate. 
There is no default value. 


Unused 


0x02 




' Reserved for SAE ; '- - . 


LOOPBACK 

i 


0x03 


(OFF) 

1 (ON) 


=' Don't echo trah$mitted messages in the 
receive queue. 
; 1 = Echo transmitted messages in the receive 
queue. 
The default value is OFF. 


NODE_ADDRESS 


0x04 


OxOO-OxFF 


For a protocol ID of J1850PWM, this sets the 
node address in.the physical layer of the vehicle 
network. 


NETWORKJJNE 


0x05 


(BUS NORMAL) 

1 (BUS PL'US) 

2 (BUS_MINUS) 


For a protocol ID of J1850PWM, this sets the 
network line(s) that are active during 
communication: (for cases where the physical 
layer allows this). 
The default value is BUS_NORMAL. 


P1_MIN 


0x06 


OxO-OxFFFF 


For protocol ID of IS09141, this sets the 
minimum inter-byte time (in milli-seconds) for 
ECU responses. 
The default value is milli-seconds. 


P1_MAX 


0x07 


OxO-OxFFFF 


For protocol ID of IS09.141, this sets the 
maximum; inter-byte, time (in milli-seconds) for 
ECU responses (immilli-seconds). 
The default value is 20 milli-seconds. 


P2_MIN ... 


0x08 


OxO-OxFFFF --L? 


. For protocol ID of IS09M1 r this^sets-the 
minimum time (in milli-seconds) between tester 
reauest and ECU responses or two ECU 
responses. ' u ;; r ' ' 
The default value is 25 milli-seconds. 



FIGURE 23A—IOCTL GET CONFIG /SET CONFIG PARAMETER DETAILS 
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Valid values for 
Parameter 


ID Value 


Valid values tor 
Value 


' ' ~i Description' 




P2_MAX 


0x09; ; 


OxO-OxFFFF 


For protocollDof IS09141, this sets the 

maximum time (in milli-seconds) between tester 

request and ECU responses or two ECU 

responses. 

The default value is 50 milli-seconds. 


; ~ 


P3_MIN - ■ 


OxOA : ■' ■ 


OxO-OxFFFF 


For protocol ID of IS09141, this sets the 
_ minimum time, (in.milli-secorids) between end. of . 
ECU response and start of new tester request. :.. 
The default value is 55 milli-seconds. 


■;-.- 


P3_MAX 


OxOB 


OxO-OxFFFF 


For protocol ID of IS09141 , this sets the 
maximum time (in milli-seconds) between end of 
ECU response and start of new tester request. 
The default value is 5000 "milli-seconds." ~ ~'~' 




P4_MIN 


OxOC 


OxO-OxFFFF 


For protocol ID of IS09141, this sets the 
minimum inter-byte time (in milli-seconds) for a 
tester request. 
The default value is 5 milli-seconds. 




P4_MAX 


OxOD ,■'-"•■ 


OxO-OxFFFF ■■-,-.■ .:, -- 


For protocol ID of IS09141; this sets the - -■;-- " 

maximum inter-byte time (in milli-seconds) for a 

tester request. 

The default value is 20 milli-seconds. 




W1 


OxOE 


OxO-OxFFFF 


For protocol ID of IS09141, this sets the 
maximum time (in milli-secondsj.from.the end of- 
the address byte to- the start of the 
synchronization pattern. 
The default value is 300 milli-seconds. 




W2 


OxOF 


OxO-OxFFFF 


For protocol ID of IS09141 , this sets the 

maximum time (in milli-seconds) from the end of 

the synchronization pattern to the start of key 

bytel. 

The default value is 20 milli-seconds. 


----- 


W3 


0x10 - 


OxO-OxFFFF 


For protocol ID of IS09141, this sets the 
maximum time (in milli-seconds) between key 
byte 1 and key byte 2. 
The default value is 20 milli-seconds. 




- W4 


0x11 


OxO-OxFFFF 


For protocol ID of 1S09141, this sets the - 
maximum time (in milli-seconds) between key 
byte 2and its inversion from the.tester, 
The default value is 50 milli-seconds. 




W5 


0x12 


OxO-OxFFFF 


For protocol ID of 1S09141, this sets the 
minimum time (in milli-seconds) before the tester 
startto transmit the address byte. 
The default value is 300 milli-seconds. 


- 


TIDLE 


.0x1.3 ■■" 


OxO-OxFFFF 


For protocol ID of IS09141, this sets the amount 
of bus idle time that is needed before a fast 

initialization sequence will begin. — - 

The default is the value of W5. 




TINIL 


0x14 


OxO-OxFFFF 


For protocol ID of IS09141 , this sets the duration 
(in milli-seconds) for the low pulse in fast T 

initialization. ■'■ < 

The default value is 25 milli-seconds. 




TWUP 


0x15 


OxO-OxFFFF 


For protocol ID of IS09141, this sets the duration 
(in milli-seconds) of the wake-up pulse in fast 
initialization. The default value is 50 milli- 
seconds. 




PARITY 


0x16 


0(NO PARITY) 

1 (ODD PARITY) 

2 (EVEN PARITY) 


For a protocol ID of IS09141 only. 
The default value is NO_PARITY. 




BIT_SAMPLE_POINT 


0x17 


0-100 


For a protocol ID of CAN, this sets the desired bit 
sample point as a percentage of the bit time. . The 
default is 80%. 




SYNC_JUMP_WIDTH 


0x18 


0-100 


For a protocol ID of CAN, this sets the desired 
synchronization jump width as a percentage of 
the bit time. The default is 15%. 





FIGURE 23B— IOCTL GET_CONFIG / SETCONFIG PARAMETER DETAILS (CONTINUED) 
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Valid values for - 
Parameter 


ID Value 


Valid values for 
Value 


Description 


Unused ' "• ""' 


- ' 0x19 




Reserved for SAE 


T1_MAX 


."'."" °, x1A 


OxO-OxFFFF 


For protocol ID of SC! A ENGINE, 
SCI_A_TRANS, SCl_B_ENGlNE or 
SC I_B_TRANS, this sets the maximum inter- 
, trame response delay: The default value is 20 
milli-seconds. 


T2_MAX 


0x1B 


OxO-OxFFFF 


For protocol ID of SCI A ENGINE, 
SCI_A_TRANS, SCI_B_ENGINE or 
; SC l_B_TRANS, this setsthe maximum inter- 
frame request delay. The default value is 100 
milli-seconds. 


T4JV1AX -■•* 


OxIC 


OxO-OxFFFF 


For protocoL ID of SCI A_ ENGINE, 
SCI_A_TRANS, SCI_B_ENGINE or 
SCI_B_TRANS, this sets the maximum inter- 
message response delay. The default value is 
20 milli-seconds. 


T5_MAX 


OxTD 


OxO-OxFFFF 


For protocol ID of SCI A ENGINE, 
SCI_A_TRANS, SCl_B_ENGINE or 
SCI_B_TRANS, this sets the maximum inter- 
message request-delay. The defaultvalue is 
100 milli-seconds. 


IS015765_BS 


0x1 E 


OxO-OxFF 


For protocol ID of IS015765, this sets the block 
size for segmented transfers. The default value 
isO. Default value or value set by the 
application may be overridden by interface to 
match the capabilities of the interface. 


IS015765_STMIN 


0x1F 


OxO-OxFF 


For protocol ID of IS015765, this sets the 
separation time for segmented transfers. The 
default value is 0. Default value or value set 
by the application may be overridden by 
interface to match the capabilities of the 
interface. 


Unused 


Ox20-OxFFFF 


■ ■ .. . ... 


r Reserved for. SAE ■-,-." 


Tool manufacturer " "". 
specific 


0x10000- 
.OxFFFFFFFF,, 


Manufacturer 
Specific 


"Manufacturer Specific 



FIGURE:23C— IOCTL GET^CONHG/ SET_CONHG PARAMETER DETMLS" (CONTINUED) 



7.3.3 READJVBATT— The IoctUD value of READJVBATT is used.to obtain 
the voltage measured on pin 16 of the-SAE J 1962-connectof; from the pass-thru 
device. The calling 1 application is responsible* for allocating and initializing the 



associated parameters described in Figure 24. When the function is successfully 
completed, battery voltage will be placed in the variable pointed to by OutputPtr. 
The units-win be in milli- volts and will be rounded to the nearest tenth of a volt. 



Parameter 


.Description 


IoctUD - 


Is set to the define REAd-VBATT. . ;r:r - - 


InputPtr 


Is a NULL pointer, as this parameter is not used. 


OutputPtr 


Is a pointer to an unsigned long. 



FIGURE 24— READ_VBATT DETAILS 



73.4 READ_PROG_VOLIAGE— The IoctUD value of READi.PROG_VOL.TAGE 
is used to obtain the programming voltage of -the pass-thru device. The palling 
application is responsible for allocating and initializing the associatedparameters 



described in Figure 25. When the function is successfully completed, program- 
ming voltage will be placed in the variable pointed to by OutputPtr. The units will 
be in milli- volts and will be rounded to the nearest tenth of a volt 



Parameter 


Description 


doetllD 


Isset to thedefine READ PROG VOLTAGE. 


InputPtr 


Is a NULL pointer, as this parameter is not used. 


OutputPtr . 


Is a pointer loan unsigned-long. 



FIGURE 25— READ_PROG_VOLTAGE DETAILS 



7.3.5 FTV^_BAUD TNTT— The IoctUD value of FTVE_BAUD_INIT is used to 
initiate a 5-baud initialization sequence from the pass-thru device. The calling 
application is responsible for allocating and initializing the associated parameters 



described in Figure 26. When the function is successfully completed, the key 
words will be placed in structure pointed to by OutputPtr. It should be noted that 
this only applies to Protocol ID of ISO 9141. 
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Parameter 



loctllD 



InputRr 



OutputRr 



Description 



Is set to the define FIVE BAUD INIT. 



Points to the structure SBYTE_ARRAY, which is defined as follows: 
Typedef struct 

{ - .. - -i:. :.:•:'■■ ■. :'■:.:.-. ■.■■: . .. : _.: 

unsignedlong NumOfBytes; /* number of bytes in the array */ 
unsigned char 'BytePtr; /* array of bytes 7 
}.SBYTE_ARRAY ..,.-... ..-,...„,- ,,-,. 

where: ■..■:.•• : . , .\^:. ■• ■->■--: .; , , .....;. 

NumOfBytes is an INPUT that must be set to "1"- and indicates the number of bytes in the 
array BytePtr. 

BytePtr[0] is an INPUT that contains the target address. - 

The remaining elements in BytePtr are not used. 



Points to the structure SBYTE_ARRAY defined above 



where: 



NumOfBytes is an INPUT which indicates the maximum size of the array BytePtr and an 

OUTPUT which indicates the number of bytes in the array BytePtr. May be less than "2" 

BytePtr[0] is an OUTPUT that contains key word 1 from the ECU. 

ByteRr[1] is an OUTPUT that contains key word 2 from the ECU. ~ . 

The remaining elements in BytesPtr are not used. 



FIGURE 26— FTVE_BAUD_INIT DETAILS 



7.3.6 FASTJNIT— The loctllD value of FASTJNIT is used to initiate a fast 
initialization sequence from the pass-thru device. The calling application is 
responsible for allocating and initializing the associated parameters described in 



Figure 27. When the function is successfully completed, the response message 
will be placed in structure pointed to by: OutputPtr. It should be noted that this 
only applies to Protocol ID of ISO 9141. 



Parameter 



loctllD 



InputPtr 



OutputPtr 



Description 



Is set to the define FAST INIT. 



Points to the structure PASSTHRU_MSG (see the message definition section of this 
document) which the pass-thru device will send. ! 



Points to the structure PASSTHRU_MSG (see the message definition section of this 
document) which the pass-thru device will receive. ■-'..",''..''. 1 



FIGURE 27— FASTJQSnT DETAILS 



7.3.7 CLEAR_TX_BUFFER— The loctllD value of CLEAR_TX_BUFFER is 
used to direct the pass-thru device to clear its transmit queue. The calling applica- 
tion is responsible for allocating and initializing the associated parameters 



described in Figure 28. When the function is successfully completed, the transmit 
queue will have been cleared. 



Parameter 



loctllD 



InputPtr 



OutputPtr 



Description 



Is set to the define CLEAR TX BUFFER. 



Is a NULL pointer, as this parameter is not used. 



Is a NULL pointer, as this parameter is not used. 



HGURE 28— CLEAR_TX_BUFFER DETAILS 



7.3.8 CLEARJRX JUFFER— The IoctUD value of CLEAR_RX_BUFFER is 
used to direct the pass-thru device to clear its receive queue. The calling applica- 
tion is responsible for allocating and initializing the associated parameters 



described in Figure 29. When the function is successfully completed, the receive 
queue will have been cleared. 



Parameter Description 



loctllD 



InputPtr 



OutputPtr 



Is set to the define CLEAR RX BUFFER. 



Is a NULL pointer, as this parameter is not used. 



Is a NULL pointer, as this parameter is not used. 



FIGURE 29— CLEAR_RX_BUFFER DETAILS 



7.3.9 CLEAR_PERIODIC_MSGS— The IoctUD value of 

CLEAR_PERIODIC_MSGS is used to direct the pass-thru device to clear its 
periodic messages. The calling application is responsible for allocating and ini- 



tializing the associated parameters described in Figure 30. When the function is 
successfully completed, the list will have been cleared and all periodic messages 
will have stopped transmitting. 



Parameter Description 



loctllD 



InputPtr 



OutputPtr 



Is set to the define CLEAR PERIODIC MSGS. 



Is a NULL pointer, as this parameter is not used. 



Is a NULL pointer, as this parameter is not used 



FIGURE 30— CLEAR_PERIODIC_MSGS DETAILS 



7.3.10 CTJEARJviSGJRTITERS— The IoctUD value of CLEAR_MSG_FILTERS 
is used to direct the pass-thru device to clear its message filters. The calling appli- 
cation is responsible for allocating and initializing the associated parameters 



described in Figure 31. When the function is successfully completed, the list will 
have been cleared and all message filtering will have stopped. 
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Parameter 


Description . „ . 


loctUD - ... 


Is.setto the define CLEAR MSG. FILTERS.; , 


InputPtr 


Is a NULL pointer; as this' parameter is not used. 


OutputPtr 


Is a NULL pointer, as this parameter is not used. 



EIGtIRE»31^eLEAR_MSG_FIL1ERS DETAILS 



7.3.11 CLEAR_FUNCT_MSG_LOOKUP_TABLE— The IoctiODD value of 
CLEAR_FUNCT_MSG_LOOKUP_TABLE is used to direct the pass-thru device 
to clear its functional message lookrup table. Theealling application is, responsi- 



ble for allocating and initializing the associated parameters described in Figure 
32. When the function is successfully completed, the table will have been 
cleared.lt should be noted that this only applies Protocol ID of SAE Jl 850PWM. 



Parameter Description 



loctllD 



Is set to the define CLEAR FUNCT. MSG LOOKUP- TABLE. 



Is a NULL pointer, as this parameter is not used 



ilnputPtr 



OutputPtr 



Is a NULL pointer, as this parameter is not used. 



mGURE-32-reLEAR_FUNGTLMSGJLOOKUPLTABLE DETAILS 



7.3.12 ADD_TO_FUNCT_MSG_LOOKUP_TABLE— The loctllD- value of- 
ADD_TO_FUNCT_MSG_LOOKUP_TABLE is used to add functional ; . 
address(es) to the functional message look-up table in the physical layer of the" 
vehicle network on the pass-thru device. The calling application is responsible for 



allocating and initializing- the associated parameters described in Figure 33. 
When' the function is successfully completed, the look-up table will have been 
altered. It should be noted that this only applies Protocol ID of J1850PWM. 



Parameter 



loctllD 



InputPtr 



OutputPtr 



Description 



Is set to the define ADD TO FUNCT MSG LOOKUP TABLE. 



Points to the structure SBYTE_ARRAY, which is defined as follows: 

Typedef struct ._ . _ 

{ 

_ unsigned long NumOfBytes;. /* number of bytes in the array 7 

unsigned char *BytePtr; /* array of bytes 7 
}SBYTE_ARRAY 

where: ■••.'■ 

NumOfBytes is an INPUT that indicates the number of bytes in the array BytePtr. 

BytePtr[0]-is an INPUT that contains the first functional address to be added. 



BytePtr[n] is an INPUT that contains the nthfunctional address to be added. 



Is a NULL pointer, as this parameter is not used. 



FIGURE 33— ADDJTO FUNCT MSG LOOKUP TABLE DETAILS 



7.3.13 DELETE_FROM_FUNCT_MSG_LOOKUP_TABLE— The - IoctUD- 
value of DELETE_FROMJPUNCT_MSG_ LOOKUPJTABLE is used to delete 
functional address(es) from the functional-message -look-up table in the-physical 
layer of the vehicle network on the pass-thru device^ The calling application % 



responsible for allocating and iiutiaKzing the associated parameters described in 
Figure 34. When the function is successfully completed, the look-up table will 
have been altered. It should be' noted that this- only -applies Protocol ID of 
"J1850PWM, - ,? - ■-- 



Parameter 



Description 



loctllD 



Is set to the define DELETE FROM. FUNCT MSG LOOKUP TABLE. 



InputPtr 



Points to the structure SBYTE_ARRAY, which is defined as. follows: 
Typedef struct 

{ 

unsigned long NumOfBytes; /* nurnber of bytes in the array 7 

unsigned char *BytePtr;- - /* array of bytes*/. 
}SBYTE_ARRAY _ . __ .__ ^ . 

where: 

NumOfBytes is an INPUT that indicates the number of bytes in the array BytePtr. 

BytePtr[0] is an INPUT that contains the first functional address to be deleted. 



BytePtr[n] is an lNPUTfhat contains the nth functional address to be deleted. 



OutputPtr 



Is a NULL pointer, as-this parameter is- not used. 



FIGURE 34— DELETE_FROM_FUNCT_MSG_LOOKUP_TABLE DETAILS 
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8. Message Structure— The following message structure will be used for all 
messages. The total message size (in bytes) is the DataSize. The ExtraDatalndex 
points to the IFR or checksum/CRC byte(s) when applicable. For consistency, all 
interfaces should detect only the errors listed for each protocol in the following 
sections when returning ERR_INVALID_MSG. 
. 8.1 C/C++ Definition 
typedef struct { 

unsigned long ProtocolID; 

unsigned long RxStatus; ' 

unsigned long TxFlags; 

unsigned long Timestamp; — 

unsigned long DataSize; - ■--- :.v_; 

unsigned long ExtraDatalndex; \_ ■ 

unsigned char Data[4128]; 
} PASSTHRUJMSG; 

8.2 Elements 
ProtocolTD Protocol type '" '"'."" '' '" iw 

Receive message status - See RxStatus in "Message Flags 

and Status Definition" section 

Transmit message flags - See TxFlags in "Message Flags 

and Status Definition" section 

Received message timestamp (microseconds) 

Data size in bytes 
ExtraDatalndex Start position of extra data in received message (e.g., IFR, 

CRC, checksum, . . .). The extra data bytes follow the body 

bytes in the Data array. The index is zero-based. 
Data Array of data bytes. 

8.3 Message Data Formats— The following sections describe, the bytes in 
the Data section of the PASSTHRUJVISG structure. In cases where; extra data is 
included, the ExtraDatalndex will give the byte index from the beginning of the 
PASSTHRUJVISG structure Data section to the first byte of extra data. 

NOTE— Extra bytes are not supported for PASSTHRUJVISG structures 

used for transmitting messages. 

8.3. 1 CAN DATA FORMAT— The CAN protocol is used for raw CAN message 

interfacing to the vehicle. This protocol can be used to handle any custom CAN 

messaging protocol, including custom flow control mechanisms. The order of the 

bytes is shown in Figure 35. 



RxStatus 

TxFlags 

Timestamp 
DataSize 



Offset 


Data 





CAN ID (bits 24-29) 


1 


CAN ID (bits 16-23) 


2 


CAN ID (bits 8-15) 


3 


CAN ID (bits 0-7) 


4 


First data byte of message 






DataSize - 1 


Last data byte of message 



Offset 


Data 


a : 


. CAN ID (bits 24-29) .... . 


1 


CAN ID (bits 16-23) ; - 


2 


CAN ID (bits 8-15) ... _ . 


3 .._. .. _. 


CAN ID (bits 0-7). . 


4 :v;-: : ; 


First data byte of message (or *■'_! 
IS01 5765-2 extended address byte 
when 13015765 ADDR TYPE is 
set) 






DataSize -1 


Last data byte of message 



FIGURE 36— ISO 15765-4 DATA FORMAT ' - 

NOTE— Extra bytes are not supported for PASSTHRUJVISG structures used 
'" "~ for transmitted messages. • ' ■'•'■"•- 

8.3.2.1 ISO 15765-4 Data Format Error Detection— The following data 
format errors should be detected when using the ERR_INVALID_MSG for ISO 
15765-4 data: 

a. DataSize less than four (4) bytes (ID only) or greater than 4101 bytes (4 
ID bytes + 1 possible extended address byte + 4096 data bytes). 
8.3.3 SAE J1850PWM Data Format— The order of bytes for J1850PWM is 
shown in Figure 37. 



Offset 


Data 





First byte of message 






N i 


Last byte of message ■ 


ExtraDatalndex 


IFR byte or CRC 






DataSize - 1 


CRC 



FIGURE 37— SAE J1850PWM DATA FORMAT 

NOTE— Extra bytes are not supported for PASSTHRUJVISG structures used 

for transmitted messages. 

8.3.3.1 SAE J1850PWM Data Format Error Detection— -The following data 
format errors should be detected when using the ERR_INVALID_MSG for 
J1850PWM data: 

a. DataSize less than three (3) bytes (3 header bytes) or greater than 10 
bytes (3 header bytes + 7 data bytes). 

b. Source address that is different than the node ID. 

8.3.4 SAE J1850VPW Data Format— The order of bytes for SAE 
J1850VPW is shown in Figure -38r ■•■- ■ --..--.■-, 



FIGURE 35— CAN DATA FORMAT .. L 

NOTE— Extra bytes are not supported for PASSTHRUJVISG structures used 
for transmitted messages. 
8.3.1.1 CAN Data Format Error Detection— The following data format 
errors should be detected when using the ERR JNVAUD JVISG for CAN data: 
a. DataSize less than four (4) bytes or greater than twelve (12) bytes (4 ID 
bytes + 8 data bytes). 
8.3.2 ISO 15765-4 Data FORMAT— The ISO 15765-4 protocol implements 
the network layer (i.e., adding the PCI byte to the transmitted messages, perform- 
ing flow control, and removing the PCI byte from received messages) in the 
device so the application just sends and receives the actual message data. The 
order of the bytes is shown in Figure 36. 



Offset 


Data 


-- 


First byte of message 






N 


Last byte of message 


ExtraDatalndex 


IFR byte or CRC 






DataSize - 1 


CRC 



FIGURE 38— SAE J1850VPW DATA FORMAT 



NOTE- 



-Extra bytes are not supported for PASSTHRU_MSG structures used 
for transmitted messages. 
8.3.4.1 SAE J1850VPW Data Format Error Detection— The following data 
format errors should be detected when using the ERRJNVALIDJVISG for SAE 
J1850VPW data: 

a. DataSize of zero or greater than 4128 bytes. 
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8.3.5 ISO 9141 Data Format— The order of bytes for ISO 9141 is shown in 
Figure 39. , , 



Offset 


Data 


o "■"■" >. 


.First byteof message" 






"h " :■- 


Last byte of message 


;■ ExtraDatalndex </-..■ 
DataSize- 1;;::, 


Checksum 



FIGURE 39— ISO 9141 DATA-FORMAT 



8.3.5.T ISO 9141 paia Format Error Detection— -The following data format 
errors should be "detepted" when usmgthe ERRJhWALKLMSG for ISO 9141 
data: 

, a. DataSize of zerp,pr greater than 261 bytes. 
8.3.6 ISO 14230-4 Data Format— The order of bytes for, ISO 14230-4 is 
shpwn in Figure 40, . 



Offset 


Data 


■0,: ■■ :■ ■ 


. First byte of message 






n 


Last byte of message 


ExtraDatalndex / 
DataSize - 1 


Checksum 



-, 8.3.6.1 ISO 14230-4 Data Format JSrror Deteetion^-The following: data 

format errors should be detected when using the ERRINVALID_MSG for: ISO 

14230-4,data: . - ^ ..;■ -.- . .- . . . 

a. DataSize of less than fouri(4byte header) orgreateE than 261 bytes (4 

byte header + 256 data bytes +\1 byte checksum). ;;. ■: ■■■-, •■■ 

8.3.7 SCI Data Format— The order of bytes for SGIis shown in Figure 41. 



Offset 


Data 





First byte of message 






N 


Last byte of message : 



FIGURE 41— SCI DATA FORMAT 

8.3.7.1 SCI Data Format Error Detection— The , following data format 
errors should be detected, when using the ERRJNVALID_MSG for SCjtdata: 
a. DataSize of zero or greater than 256 bytes. 
8.4 Message Flag and Status Definitions 

8.4.1 RxStatus — Definitions for RxStatus bits are shown in Figure"42. 

8.4.2 TxFLAGS — Definitions for TxFlags bits are shown in Figure 43. 



FIGURE 40— ISO 14230-4 DATA FORMAT 



Definition 


RxStatus Bit(s) 


Description: 


Value >;.■'. 




31-24- 


Unused y 


■Tool' manufacturer 
'■'Specific -'--' ■■'- 


v . 


23-9 


U'hu'sed 


Reserved fdrSAE"-- ' 
shalfb^sefto'tT. ' 


CAN 29BIT ID 


■'8' J '-' 


CA& IDType 


= 11-bit; C= 29-bit ■,,.-.' 


'-.•- 


7-3 


Unused . :, 


Reserved for §AE - 
shall be set to 


RX^BREAK 


2 


Break indication 
received 


= no indication, 1 = 
break receTyedr; 


IS01 5765_FIRST_FRAME 


1 


IS015765-2 First 
Frame Indication 


-no, indication, 1 = 
First, Frame,, , 
Notes no data" is 
repo.rted.with ; this 
messaqei, ;; 


TX_MSG_TYPE 





Receive Indication/ 

Transmit 

Confirmation 


= received, 1 = 
"transmitted ; 



FIGURE 42— RXSTATUS BIT DEFINITIONS 
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Definition 


TxFlags Bit(s) 


Description 


Value ■ ■ . 




31-24 


Unused I 


Tool manufacturer ! 






— 


specific - ' 


SCI_TX_yOLTAGE 


23 


SCI programming 


J) = no voltage after 






voltage 

i 


message transmit, 1 = 
apply 20V after 








message transmit 




22-17 


Unused. 


Reserved for SAE - 
shall be set to 


BLOCKING 


16 


Blockingflag 


= non-blocking, 1 = 






- 


blockinq 




15.9 - 


Unused 


Reserved for SAE - 
shall be set to 


CAN 29BIT ID 


8 


CAN ID type 


= 11-bit, 1 = 29-bit 


IS01 5765_ADDR_TYPE 


7 


IS0 1 5765-2 Addressing 


= no extended 






Method 


address, 1 = extended 
address is first byte 
after the ID bytes 


i . 


■- -- ■ 


•- -•■ : 


Note: if different, this 








will override Flags in 
the PassThruConnect 






- 


for this messaqe 


ISQ1 5765_FRAME_PAD 


6 


IS01 5765-2 Frame 


= no padding, 1 = 






Padding 


pad all flow controlled 
messages to a full 
CAN frame using 
zeroes 




5-0 


Unused 


Reserved for SAE - 
shall be set to 



FIGURE 43— TXFLAGS BIT DEFINITIONS 



9. DLL Installation and Registration 

9.1 Naming of Files — In general, each vendor will provide a different 
name implementation of the API DLL and a number of these implementations 
could simultaneously reside on the same PC. No vendor shall name its implemen- 
tation "J2534.DLL". All implementations shall have the string "32" suffixed to 
end of the name of the API DLL. to indicate 32-bit. For example, if the company 
name is "Vendor X" the name could be VENDRX32.DLL. For simplicity, an API 
DLL shall be named in accordance with the file allocation table (FAT) file system 
naming convention (which allows up to eight characters for the file name and 
three characters for the extension with no spaces anywhere). Note that, given this 
criteria, the major name of an API DLL can be no greater than six characters. The 
OEM application can determine the name of the appropriate vendor's DLL using 
the Win32 Registry mechanism described in this section. "'.''" 

9.2 Win32 Registration— This section describes the use of the Windows 
Registry for storing information about the various vendors supplying the device 
drivers conforming to this recommended practice, the various devices supported 
by each vendor, information about each device, etc. The Win32 registration is 
shown in Figure 44. 

The registry will contain both: 

a. General information used by the user applications for selection of hard- 
ware, user information, etc. 



--b.- Vendor/Device specific information that the vendor uses in the imple- 
mentation of the API. Considering that the object of this recommended 
practice is the need for interchangeability of hardware from various ven- 
dors, the user application using the this API will be required to use the 
registry to present to the users all the hardware devices that have been 
installed and display their capabilities. The user should be allowed to 
select any hardware having the required capabilities, in terms of proto- 
cols supported etc., for a particular reprogramming session. 
The Devices key will contain a list of keys, one for each device supported by 
the vendor. 

Ex: ACME Serial Device ! 

ACME Ethernet Device 
ACME Parallel Device etc. 
Each Vendor Device Key will have the entries shown in Figure 45 associ- 
ated with them: 

Example for Key: ACME Ethernet Device 
9.2.1 User Application Interaction with the Registry— The user appli- 
cation should use the registry to present to the user the list of devices available for 
use from the application. Once the device has been selected by the user the Regis- 
try should be used to retrieve all the information regarding the device so that the 
appropriate DLL can be loaded for use etc. Figure 46 is a flow chart that shows a 
typical usage. 
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HKEY_LOCAL_MACHINE 
















Software (Key) 
















PassThruSupport 

(Key) • ,j 



Keys 



Vendorl 

. Vcndor2 

Vendor3 

Vendor(n) 



j,. Id (DWORD) 
Name (String) 
Devices (Key) 



Keys 



Devicel 
Device2 
Device3 

Device(n) 



Deviceld (DWORD) 

Name (String) 
ProtocoIsSupported (String) 
ConfigApplication (String) 
FunctionLibrary (String) 



VendprSpecificValues 



FIGURE 44— WIN32 REGISTRATION 



Deviceld ■ ! 


DWORD 


A unique ID for the device supplied by the vendor ,: 


Name 


String, . 


The name of the device. Ex: " ACME CAN Device over r * 
Ethernet' . i„ 


ProtocoIsSupported 


String 


The.various protocols supported by the.device are listednhereiir 
separated,by corjpmas. The f representations. of protocols here 
will be same as tfie Prptqcol Id symbolic constants usepVjn 
PassThruConnec^functipn for the purpose qf con^jsteri^The 
listing of a protocol here is only for the purpose of i'nfprrgation 
and will not guarantee that the actual hardware will' support 
theprotocol, as it is possible that the hardware configuration 
may have changed. 

Ex: "CAN, IS015765, J1S50VPW, J1850PWM, IS09141', 
ISO14230" 

A protocol appearing multiple times will indicate that more 
than one channel supporting the protocol exists on the 
hardware. 


ConfigApplication 


String 


The complete path of the configuration application for this' 
device: For every device listed in the section the vendor is 
required to provide a configuration application where the user 
can set the different parameters required for successfully 
using the device, like COM port, Ethernet address etc. 
Ex: "c:\ACME\ACMESERCFG.exe" 
The user applications using the API will automatically launch 
this application when the user needs to configure the selected 
device. 


FunctionLibrary 


String 


The complete path of the DLL supplied by the vendor to 
communicate with this device. The user applications using this 
device should automatically load the DLL specified here and 
map into the J2534 API functions. 
Ex: "C:\ACME\ACMESE32.dll" 


<Vendor Specific 
Values> 


- 


The vendor will store all the vendor specific information here. 



FIGURE 45— WIN32 REGISTRY VALUES 
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Start OEM Application 



Device Selected? 



Yes 



No 



Scan lor all available devices from the 

'■''■■■■'■- Reeistrv - 



Retrieve Function Library Path fronr 

Registry « 



-Have user select a device- 



Load the DLL 



Dynamically map the J2534 API 
functions to the functions from the 
loaded DLL - 



Unload library before exiting application 
or before selecting an other device 



FIGURE 46— APPLICATION INTERACTION WITH REGISTRY 



9.2.2 Attaching to the DLL from an Application— This document requires 
OEM programming applications to explicitly load the appropriate DLL and 
resolve references to the DLL supplied functions. This is accomplished by using 
the native Win32 API functions, LoadLibrary, GetProcAddress and FreeLihrary 
(see the Win32 API SDK reference for the details of these functions). I 

When using GetProcAddress, the application must supply the name of the func- 
tion whose address is being requested. The function names should be used with 
GetProcAddress in order to explicitly resolve DLL function addresses when using 
GetProcAddress. 

To support this method, it is required that all tool vendors compile their DLL 
with the following export library definition file. This will help prevent name 
mangling and allow software developers to use the process defined in this section 
as well as calling by ordinal for compilers/languages that may not support that 
functionality. 

All vendor DLLs and OEM applications should be built with byte alignment 
(i.e., packing) set to one (1) byte. 



9.2.2.1 Export Library Definition File ! 
;VENDOR32.DEF: Declares the module parameters. 
LIBRARY "VENDOR32.DLL" '.-■-- 
EXPORTS 

PassThruConnect --(an PRIVATE 

i PassThruDisconnect ■" T @2PRIVATE 

PassThruReadMsgs - @ 3 PRIVATE 

PassThruWriteMsgs @4 PRIVATE 

I PassThruStartPeriodicMsg @ 5 PRIVATE 

PassThruStopPeriodicMsg @6PRlVATE 

■ PassThruStartMsgEiiter @7 PRIVATE 

PassThruStopMsgFilter @ 8 PRIVATE 

PassThraSetProgrammingVoltage@9 PRIVATE 

PassThruReadVersion @ 10 PRIVATE 

PassThruGetLastError - @ 11 PRIVATE 

PassThruIoctl @ 12 PRIVATE 

10. Return Value Error Codes^- Figure 47 lists the numerical equivalents and 
text description for the error or return codes identified in this document. 
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Definition 


Vaiue(s) 


Description; 


STATUS NOERROR 


0x00 


Function call successful 


ERR NOT SUPPORTED 


0x01 


Function riot supported 


ERR_INVALID_GHANNELJD. - 


■0x02 


-Invalid GhannellD-value 


ERRJNVALID_PROTOGOLJD 


0x03 


Invalid ProtocoIlD value 


ERR_NULLPARAMETER 


0x04 


NULL pointer supplied where a valid 
pointer-is required 


ERRJNVALID_IOCTL_VALUE 


0x05 


Invalid value for loctl parameter 


ERR_INVALID_FLAGS 


0x06 


Invalid flag values 


ERR_FAILED 


0x07 


Undefined error. Get description with 
PassTh ruGetLastError: 


ERR_DEVICE_NOT_CONNECTED 


0x08 


Device not connected to PC 


ERR_TIMEOUT 


0x09 


Timeout. No message available to 
read or could riot read the specified 
number of messages. The actual 
number of messages read is placed in 
<NumMsgs> - - 


ERR_INVALID_MSG 


OxOA 


Invalid message structure pointed to 
by pMsg (Reference Section 8 
Message Structure) 


ERR_INVALID_TIME_INTERVAL 


OxOB 


Invalid Timelnterval value - 


ERR_EXCEEDED_LIMIT 


OxOC 


Exceeded maximum number of 
message IDs or allocated space 


ERRJNVALID_MSG_ID "".: 


OxOD 


.Invalid MsglDvalue , . .• 


ERRJNVALlD_ERROR.jD . „ ; 


OxOE 


. Invalid ErrorlD value 


- ERRJNVALIDJOCTMD 


OxOF 


Invalid loctlip value 


ERR_BUFFER_EMPTY 


0x10 


Protocol message buffer- empty 


ERR_BUFFER_FULL " 


0x11 


Protocol message buffer full 


' ERR_BUFFER_OVERFLOW 


0x12 


Protocol message buffer overflow 


ERR_PIN_INVALID 


0x13 


Invalid pin number 


ERR_CHANNELJN_USE ; , . 


0x14 


, Channel already in use 


ERR_MSG_PROTOCOL_l D 


0x15 


Protocol typedoes not match the 
protocol associated with Channel ID 


Unused 


0x16- 
OxFFFFFFFF 


Reserved for SAE use 



FIGURE 47— ERROR VALUES 



APPENDIX A 
GENERAL ISO 15765-2 FLOW CONTROL EXAMPLE 



A.1 Normal Addressing Used — This section includes examples of multi-frame 
request and response messages using flow control as defined in ISO 15765-2. 
These examples assume that normal addressing is used for the request and the 



response messages (no extended address present), and that the CAN identifier 
assignments shown in Figure Al apply. 



CAN Id 


CAN Id type 


Usage 


241 hex 


Physical request CAN ID 


For the transmission of a request message from the pass-thru interface 
to the ECU this CAN ID Is used by the interface for: 

• FirstFrame 

• ConsecutiveFrame(s) 

For the reception of a response message from the ECU this CAN ID is 
used by the pass-thru interface for: 

• FlowControl frame 


641 hex 


Response CAN ID 


For the transmission of a response message from the ECU to the pass- 
thru interface this CAN ID Is used by the ECU for: 

• FirstFrame 

• ConsecutiveFrame(s) 

For the reception of a request message from the pass-thru interface this 
CAN ID is used by the ECU for: 

• FlowControl frame 



FIGURE Al— CAN IDENTIFIER ASSIGNMENT EXAMPLE 
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A.2 General Request Message Flow Example — The general request message 
CAN frame flow example in Figure A2 shows the usage of the PassThru functions 
in the pass-thru interface to transmit a multi-frame request message to the ECU 
and how the CAN frames are transmitted onto the CAN bus by the interface and 
the ECU. 

a. The application requests the transmission of a request message via the 
PassThruWriteMsgs API function. The pass-thru interface transmits the. 
FirstFrame to the ECU using the physical request CAN Identifier. 

b. The ECU confirms the reception of the FirstFrame and transmits its Flow- 
Control frame (using the response CAN Identifier) with FlowStatus set to 
CTS (ClearToSend), BS equal to 3 and STmin set to the minimum time the 
pass-thru interface shall wait between the transmission of the Consecutive- 
Frames. - 

c. After the reception of the FlowControl frame from the ECU the pass-thru 
interface starts to transmit the first block of ConsecutiveFrames of the 
request message, using the physical request CAN Identifier. After the trans- 
mission of 3 ConsecutiveFrames the interface stops transmitting, because it 
awaits that the ECU sends a FlowControl frame. 



The ECU confirms the reception of the 3 ConsecutiveFrames and transmits 
its FlowControl frame (using the response CAN Identifier) with FlowStatus 
set to WATT. This indicates to the pass-thru interface that the ECU is in 
progress of processing the ConsecutiveFrames and that a further FlowCon- 
trol will be transmitted (which either indicates that the ECU needs further 
time to process the received data or that the interface can continue to send 
ConsecutiveFrames). 

The ECU transmits: its FlowCoritrbl frame with FlowStatus set to CTS 
(ClearToSend), BS equal to 3 and STmin set to me minimum time the pass- 
thru interface shall wait between the transmission of the further Consecu- 
tiveFrames. 

After the reception of the FlowControl frame from the ECU the pass-thru 
interface starts to transmit the remaining 2 ConsecutiveFrames of the 
request message, using the physical request CAN Identifier. After the trans- 
mission of the 2 ConsecutiveFrames the request message is completely 
transmitted to the ECU and the ECU can process the request. The comple- 
tion of the transmission is confirmed to the application via the 
TX_MSG_TYPE bit in RxStatus retrieved through the PassThruReadMsgs 
API function. 



Tester, 
PassThruWriteMsgs ►- (a) 0x241 



(c)- 



/ 0x241 
0x241 
0x241 



< f H 
PassThruReadMsgs 



0x241 
0x241 



RxStatus=Transmit confirmation 



ECU 



FlowControl 
FS=CTS 

ConsecutiveFrame 

■ ConsecutiveFrame 

ConsecutiveFrame 



^FlowControl 
" FS=CTS 



ConsecutiveFrame 
ConsecutiveFrame 



0x641 (b) — ► FirstFrame indication 



0x641 (d) 



0x641 (e) 



-► Receive Indication 



FIGURE A2— GENERAL CAN FRAME FLOW EXAMPLE - REQUEST MESSAGE 



A3 General Response Message Flow Example — The response message CAN 
frame flow example in Figure A3 shows the usage of the PassThru functions in 
the pass-thru interface during the reception of a multi-frame response message 
from the ECU and how the CAN frames are transmitted onto the CAN bus by the 
interface and the ECU. 

a. The ECU application requests the transmission of a response message. The 
ECU transmits the FirstFrame to the pass-thru interface using the response 
CAN Identifier. 

b. The pass-thru interface confirms the reception of the FirstFrame and trans- 
mits its FlowControl frame (using the physical request CAN Identifier) with 
FlowStatus set to CTS (ClearToSend), BS equal to 5 and STmin set to the 
minimum time the ECU shall wait between the transmission of the Consec- 
utiveFrames. The reception of the FirstFrame is indicated to the application 
via the IS015765_FTRST_FRAME bit in RxStatus retrieved through the 
PassThruReadMsgs API function. 

c. After the reception of the FlowControl frame from the pass-thru interface 
the ECU starts to transmit the first block of ConsecutiveFrames of the 



response message, using the response CAN Identifier. After the' transmis- 
sion of 5 ConsecutiveFrames the ECU stops transmitting, because it awaits 
that the interface sends a FlowControl frame. 

The pass-thru interface confirms the reception of the 5 ConsecutiveFrames 
and transmits its FlowControl frame (using the physical request CAN Iden- 
tifier) with FlowStatus set to CTS, BS equal to 5 and STmin set to the mini- 
mum time the ECU shall wait between the transmission of the further 
ConsecutiveFrames. : 

After the reception of the FlowControl frame from the pass-thru' interface 
the ECU starts to transmit the remaining 3 ConsecutiveFrames of the 
response message,' using the response CAN Identifier. After' the transmis- 
sion of the 3 ConsecutiveFrames the response message is completely trans- 
mitted to the interface. The completion of the reception is indicated to the 
application via the TX_MSG_TYPE bit in RxStatus retrieved through the 
PassThruReadMsgs API function (plus the received data). 
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Tester 



ECU 



PassThruReadMsgs . 
RxStatus=FirstFrame indication 



(b) 0x241 



(d) 0x241 



PassThruReadMsgs 



FirstFrame 



.FlowControl 
FS=CTS« 



ConsecutiveFrame 
ConsecutiveFrame 

ConsecutiveFrame 
ConsecutiveFrame 
ConsecutiveFrame 

.FlowControl 
FS=CTS- 

ConsecutlveFrame 
ConsecutiveFrame 
ConsecutiveFrame 



RxStatus=Receive indication 

FIGURE A3— GENERAL CAN FRAME FLOW EXAMPLE - RESPONSE MESSAGE 



0x641 (a) -4 — Transmit response 



0x641 \ 

0x641 

0x641 
0x641 
0x641 / 



0x641 
0x641 
0x641 



(C) 



(e) 



► Transmit confirmation 



APPENDIX B ' 
MESSAGE FILTER USAGE EXAMPLE 



B.l Filter Usage — The message flow example in Appendix A generally shows 
how the transmission and reception of a multi-frame message is done according to 
ISO 15765-2, using normal addressing. This section will describe how the filters 
have to be configured in the pass-thru interface in order to be able to transmit and 
receive the shown multi-frame messages (request/response). 

B.2 Transmission of a Multi-Frame Request 'Message— The programming 
application requests the transmission of a request message via the PassThru- 
WriteMsgs API function. If the transmitted message is more than will fit into a 
single CAN frame then the pass-thru interface transmits the FirstFrame of the 
multi-frame J message..The FirstFrame uses the CAN ID (241 hex plus optional 
extended address) as specified in the message passed via the PassThruWriteMsgs 
API function. The FlowControl sent by the ECU is received, masked, and 
matched (CAN Identifier 641 hex plus optional extended address) with the flow 
control -filter' that was setup with the PassThruStartMsgFilter API function. If 
there is a match, the message is then transmitted according to the BS and STmin 
values in the FlowControl message. .'.-.,. 

B.3 Reception of a Multi-Frame Response Message — The ECU starts to 
transmit its response message by sending. the FirstFrame. The FirstFrame sent by 
the ECU is received, masked, and matched (CAN Identifier 641 hex plus optional 
extended, address) with the flow control filter that was setup with the 
PassThruStartMsgFilter API function. If there is a match, a FirstFrame indication 
is given by a zero length message with the IS015765_FTRST_FRAME bit set in 
the RxStatus. Next, FlowControl frame is sent to. the ECU using either the r default 
BS and STmin parameters, or the modified values set using the Passfhruloctl API 
function. If the interface is not capable of supporting those values, the interface 
may override them. 

B.4 Filter Configuration — This section defines how the filter in the API shall 
be specified in order to be able to receive and transmit the multi-frame messages 
as given in the previous sections. It is assumed that the pass-thru interface is con- 
nected properly to the application (PassThruConnect already performed) and the 
ChannellD required to be passed to the PassThruStartMsgFilter API function is 
valid. The parameters passed to the PassThruStartMsgFilter function in order to 



be able to transmit and receive the example multi-frame messages are specified as 
follows: ■' - 

ChannellD: Contains the value retrieved previously via the 

PassThruConnect function for the IS015765 protocol. 
FilterType: FLOW_CONTROL_FTLTER 

pMaskMsg: Receive message mask, points to a PASSTHRU_MSG, 

where the structure members are set as follows (note 
that all bits are relevant to be filtered on for the given 
example): 

ProtocolID: IS015765 , 

RxStatus: 00 hex (don't, care for-iilter) 

TxFlags: SCliTX_v6LTAGE'= 

, blocking =6;. r ,, 

' " CAN_29BIT_ID = 0(11 bit 
CAN ID used) ,. , 
iSOl5765L.ADDR_TYPE 
=0 (normal addressing-used) 
ISQ15765_FR^ME_PAD, 
=K) (don't care for reception) 
' .. . resulting TxFlagS; value: 

; 00000000 hex 

TimeStamp: .00000000 hex (don't care) 

DataSize: , 4(CANIDonly) "_ 

ExtraDatalndex: 
Data: 00 00 07 FF hex 

pPatternMsg: Receive message, points to a PASSTHRU_MSG, where 

the structure members are set as follows: 
ProtocolID: IS015765 

RxStatus: 00 hex (don't care) 

TxFlags: SCI_TX_VOLTAGE = 

BLOCKING = 
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TimeStamp: 

DataSize: 

ExtraDatalridex: 

; Data: ,.„-„. 

pFlowControlMsg: Transmit message, points to a PASSTHRUJV1SG, 
where the structure members are set as follows: 



CAN_29BlT_rD = (11 bit 
CAN ID used) ; 
IS015765_ADDR_TYPE 
=0 (normal addressing used) 
ISO 15765iFRAME_PAD 
=0 (don't care for reception) 
resulting TxFlags value: 
00000000 hex 
00000000 hex (don't care) 
4 (CAN ED only) ~ 

00 00 0641 hex 



ProtocolTD: 

RxStatus: 

TxFlags: 



IS015765 
00 hex (don't care) 
SCI_TX_VOLTAGE = 
BLOCKING = -"'■ 
CAN_29BIT_ID = (11 bit 
CAN ID used) 
IS015765_ADDR_TYPE 
=0 (normal addressing used) 



PassThruWriteMsgs- 



Filter match 

found for 

TxMsg 



Tester 

(a) 0x241 



Filter match 
found for 
; RxMsg 



(0- 



/ 0x241 
0x241 
0x241 



found for 
RxMsg 



PassThruReadMsgs 
RxStatus=Transmit confirmation 




■ : ;_" - ;••■;"' IS015765_FRAME_PAD 

" " '"-; ■"■■ ''■• =0 (no padding in case of 

-'•'■ - '■ ! How Control transmission. 

; '' '■ In case of FirstFrame and 

; ConsecutiveFrame transmis- 

'-'•''■ '■' v sion the padding flag given 

' , ; ':-■■■: ' '-. -' in the message. to be trans- 

1 : ' \' ' ' ■ '' '■'■-■- -."■"-• "'■:"- ■■■;■; mitted is used -provided in 

■ ■■■"■'•• i •'-' :::•-:' ... •PassThruWriteMsgs) 

~ ' ; • '"'•■'■■•' '-resulting'- TxFlags .value: 

: ;: ; ; ° •'-■•;■'• ' OOOOOOOOhex -~ 

- ■ - " : -TimeStamp: 00000000 hex (don't care) 

DataSize: - 4 (CAN iDonly) - 

''•■ "■''-"■■'■ n '•".".-" '.;■■- ■: ; ExtraDatalndex: 0- ■■.■!V -' 

■■■■■-*'■-- ■■"■';■--■ -"Data: 00000241hex 

' pMsgUD: '■-'-■ Pointer to storage location for filter reference identifier 

'■' (later used to delete filter). ' : -■::■".. ■■;■'" 

With the filter configured as shown in this section, the interface is able to trans- 
mit and receive the multi-frame messages as given in the examples. The following 
figures provide details regarding the handling in the pass-thru interface, taking 
into account that this filter is set-up in the pass-thru interface. 
B.4.1 Request Message Transmission-^See Figure Bl. 



ECU 



FirstFrame 

_ FlowControl 
FS-CTS 

ConsecutiveFrame 
ConsecutiveFrame 
ConsecutiveFrame 



_FlowControl 
FS=CTS 

ConsecutiveFrame 
ConsecutiveFrame 



0x641 (b) ►FirstFrame indication 



0x641 (d) 



0x641 (e) 



-►Receive Indication 



FIGURE Bl— MESSAGE FLOW EXAMPLE WITH REFERENCES TO FILTER PARAMETERS - 

REQUEST MESSAGE , 



b. 



The application configures the flow control filter using the PassThruStart- 
MsgFilter API function. 

a. The application requests the transmission of a segmented (i.e., more than 
one CAN frame of data) message via the PassThruWriteMsgs API func- 
tion. The interface transmits the FirstFrame to the ECU using the CAN 
Identifier as given in the message to be transmitted. 
The ECU confirms the reception of the FirstFrame and transmits its 
FlowControl frame (using the response CAN Identifier) with FlowStatus 
set to CTS (ClearToSend), BS equal to 3 and STmin set to the minimum 
time the pass-thru interface shall wait between the transmission of the 
ConsecutiveFrames. 

The pass-thru interface searches all configured flow control filters to see 
if a match with FlowControl message can be found. In case a match is 
found then the pass-thru interface starts transmitting ConsecutiveFrames 
according to the FlowControl parameters received, using the CAN Iden- 
tifier as given in the message to be transmitted. After the transmission of 



3 ConsecutiveFrames the pass-thru interface stops transmitting, because 
it awaits that the ECU sends a FlowControl frame. 

d. The ECU confirms the reception of the 3 ConsecutiveFrames and trans- 
mits its FlowControl frame (using the response CAN Identifier) with 
FlowStatus set to WATT. The pass-thru interface searches all configured 
filters for a match. In case a match is found then the pass-thru interface 
behaves as specified in the FlowControl frame (wait for further Flow- 
Control). 

e. The ECU transmits its FlowControl frame with FlowStatus set to CTS 
(ClearToSend), BS equal to 3 and STmin set to the minimum time the 
pass-thru interface shall wait between the transmission of the further 
ConsecutiveFrames. 

f. The pass-thru interface searches all configured filters for a match. In 
case a match is found then the pass-thru interface behaves as specified in 
the FlowControl frame. The pass-thru interface starts to transmit the 
remaining 2 ConsecutiveFrames of the request message, using the CAN 
Identifier as given in the original message to be transmitted. After the 
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transmission of the 2 ConsecutiveFrames the request message is com- 
pletely transmitted to the ECU and the ECU can process the request. The 
completion of the; transmission is confirmed to the application via the 
, L TX_MSG_TYPE bit in RxStatus retrieved through the PassThru- 
ReadMsgs API function. 
J$ A3 Response Message Reception — See Figure B2. 
■The application configures the flow control filter using the PassThruStart- 
MsgFilter API function. The application configures the BS (5) and STmin (0) 
parameters for the interface using the PassThruIoctl API function, but the inter- 
face may override these values to match the capabilities of the interface. 

a. The ECU application requests the transmission of a response message. 
■ -.. . The ECU transmits the FirstFrame to the pass-thru interface using the 

response;CAN Identifier. 

b. The pass-thru interface receives the .FirstFrame and searches all config- 
ured filters for a match. In case a match is found then the pass-thru inter- 
face confirms the reception ; of the FirstFrame and transmits its 
FlowControl frame (using the CAN: Identifier and the padding informa- 
tion; as specified in the flow control filter message). The FlowStatus will 
be.CTS (,ClearToSend)i.BS (IOCTL parameter); will be equal to 5 and 
STmin (IOCTL parameter) will be set to; the minimum time the ECU 
shall wait between the transmission of the ConsecutiveFrames. Further- 
more the reception of the.FirstFrame is indicated to the-application via 
the IS015765_FTRST_FRAME bit in RxStatus retrieved through the 
PassThruReadMsgs API function (using a message of zero length). 

c. After the reception of the FlowControl frame from the pass-thru inter- 
face the ECU starts to transmit the first block of ConsecutiveFrames of 
the request message, using the response CAN Identifier. After the trans- 



mission of 5 ConsecutiveFrames the ECU stops transmitting, because it 
awaits, that the, pass-thru interface sends a FlowControl frame. For any 
"received ConsecutiveFrame the pass-thru interface will search through 
the list of configured filters to find a match. In case a match is found then 
the data of the ConsecutiveFrame will be stored internally for the later 
message receive indication. 

d. The pass-thru interface confirms the reception of the block of 5 Consec- 
utiveFrames and transmits its FlowControl frame using the message con- 
figured in the filter. The FlowStatus will be set to CTS, BS will be equal 
to 5, land STmin will be set to the; minimum time the ECU shall wait 
between the transmission of -the further ConsecutiveFrames. 

e. After the reception of the HowControl frame from the pass-thru inter- 
face; the ECU starts to transmit the remaining 3; ConsecutiveFrames of 
the response message, using the response CAN Identifier. For any 
received ConsecutiveFrame the .pass-thru interface will search through 
the list of configured filters to find a match. In case a match is found then 
the data of the ConsecutiveFrame will be stored internally for the later 
receive indication. After the transmission of the 3 ConsecutiveFrames 
the response message is completely transmitted to the pass-thru inter- 
face. The completion of the reception is indicated to the application via 
the TX_MSG_TYPE bit in RxStatus retrieved through the PassThru- 
ReadMsgs API function (plus the collected message data). 

B.5 ISO 15765-2 Extended Addressing Notes — For extended addressing the 
same handling as described for normal addressing applies, except that the filter in 
the pass-thru interface is set-up to use the extended address in addition to the 
CAN ID when filtering on receive messages and verifying that a transmission is 
possible. 
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FIGURE B2— -MESSAGE FLOW EXAMPLE WITH REFERENCES TO FILTER PARAMETERS ■ 

RESPONSE MESSAGE 



